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ABSTRACT

Three different proposed propulsion systems which incorporate superconduct-
ing electric machines are described. Two of these systems utilize a propulsion
system integrated ship service electrical system. A ship synthesis computer
model is used to determine the gross characteristics, detailed weight and
volumes, maximum sustained speed, and endurance fuel requirements for each
proposed design.

Each of the designs is compared to a baseline ship, the FFG-7, to determine
the impact of a superconducting propulsion system on gross characteristics,
maximum sustained speed, endurance fuel, general arrangements, payload, vulner-
ability/survivability, risk, maintenance, and cost.

Final comparison of the proposed desi :: shows a 31% reduction in propulsion,
machinery weight for all candidates. The two superconducting/integrated designs
show a 61% reduction in electrical machinery weight, a 6% reduction in total
required volume, a 10% reduction in full load displacement, a 7' increase in
maximum sustained speed, and an 8% reduction in fuel.

The results of this thesis document very impressive reductions in total
weight and required volume. The superconducting propulsion systems described in
this thesis will provide the designer with greater arrangement flexibility
compared to conventional propulsion systems. Operationally, the superconducting/:
integrated systems contribute to a reduction in own ship's noise, maintenance
costs, and operation costs. In addition, these proposed designs can provide a
significant improvement in the vulnerability/survivability characteristics of
the ship and allow the designer the option of increasing the ship's payload
without increasing the size of the ship.

The major drawback of these proposed systems is the high level of risk
inherent in their design. This is due to the uncertainty of system performance
and to the potential hazards due to high electric currents and liquid helium.
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VABSTRACT

Three different proposed propulsion systems which incor-
porate superconducting electric machines are described. Two
of these systems utilize a propulsion system integrated ship
service electrical system. A ship synthesis computer model is
used to determine the gross characteristics, detailed weight
and volumes, maximum sustained speed, and endurance fuel re-
quirements for each proposed design.

Each of the designs is compared to a baseline ship, the
FFG-7, to determine the impact of a superconducting propulsion
system on gross characteristics, maximum sustained speed, en-
durance fuel, general arrangements, payload, vulnerability/
survivability, risk, maintenance, and cost.

Final comparison of the proposed designs shows a 31% re-
duction in propulsion machinery weight for all candidates. The
two superconducting/integrated designs show a 61% reduction in
electrical machinery weight, a 6% reduction in total required
volume, a 10% reduction in full load displacement, a 7% in-
crease in maximum sustained speed, and an 8% reduction in fuel.

The results of this thesis document very impressive re- ,
ductions in total weight and required volume. The superconduc-
ting propulsion systems described in this thesis will provide
the designer with greater arrangement flexibility compared to
convertional propulsion systems. Operationally, the supercon-
ducting/integrated systems contribute to a reduction in own
ship's noise, maintenance costs, and operation costs. In ad-
dition, these proposed designs can provide a significant im-
provement in the vUlnerabiltiy/survivability characteristics
of the ship and allow the designer the option of increasing
the ship's payload without increasing the size of the ship.

The major drawback of these proposed systems is the high
level of risk inherent in their design. This is due to the
uncertainity of system performance and to the potential haz-
zards due to high electric currents and liquid helium.

Thesis Supervisor: Franklin F. Alvarez
Titles Associate Professor of Ocean Engineering
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NAVAL ARCHITECTURE TER7S

TERM or SYBCL DFNIT..IO

B Beam (width) of hull. Measured at
waterline unless otherwise specified.

BM Distance from center of buoyancy to
metacenter.

BSiC Weight classification system. Comrcsed
of seven distinct weight grcups plus
the variable loads.

CODAD A propulsion system type which combines
two or more different size diesel en-
gines as prime movers.

CODAG A propulsion system type which combines
both diesel engines and gas turbines as
prime movers.

COGAG A propulsion system type which ccmbines
two or more different size gas turbines
as prime movers.

Cp Prismatic coefficient. The design para-
!eter which expresses the percentage of
a prism of dimensions L,B,T which the
underwater hull would occupy.

C X  Midship section coefficient. The de-
sign parameter which expresses the per-
centage of a rectangle of dimensions
B,T which the hull midship cross sec-
tion would occupy.

D Depth. The distance from the main deck

to the keel baseline.

D 0 Depth at station 0.

D 10 Depth at station 10.

D 20 Depth at station 20

Davg Average depth of the main deck.

9



NAVAL ARCHITECTURE TER.MS (continued)

TERM or SYI,'BCL DEFINITIcN

FLD Full load displacement. The total
weight of a ship including the vari-
able loads.

GM IThe distance from the vertical center
of gravity to the matacener.

KB The distance from the keel to the
center of buoyancy.

KG The distance from the keel to the
vertical center og gravity.

Light Ship The total weight of the ship excluding
Displacement the variable loads.

SFP Specific fuel consumption. A measure-
of fuel usage rate in lbs/hp-hr

SHP Shaft horsepower.

SHPE Shaft horsepower at endurance speed.

T Draft. Distance from the keel base-
line to the waterline.

VCG Vertical center of gravity.

VEND Endurance speed measured in knots.

Weight Margin An allocation in tons for future
growth.
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.r. ORCDUCTIC ,

The utilization of electric motors for ship propulsicn is

by no means a modern technology. The earliest recorded use of

electric propulsion for ships occured in Russia in 193. Since

then, large numbers of ships have been built with electric pro-

pulsion plants. In the 1920's, the aircraft carriers Saratoga

and Lexington both utilized electric propulsion systems in the

176,000 horsepower range. The most successful and widespread

use was seen in the diesel-electric submarines built before and

during World War II. The lack of reduction gear cutting capac-

ity during the war greatly increased the interest in electrical

propulsion.(1)

The advantages of electric propulsion are very attractive.

Among these are:

(a) The elimination of direct coupling of the prime mover

to the propeller allowing for greatly reduced shaft-

ing runs and improved casualty control.

(b) The elimination of reduction gears and their inherent

acoustic signature.

(c) Increased flexibility in locating prime movers since

there is no requirement for all propulsion components

to be "in line".

(d) Shaft speed can be controlled more accurately.

(e) The designer has greater flexibility in selecting the

number and size of prime movers. The utilization of

11
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combined plants (CCCAD, CCDAG, CCGAG, etc.) are mcre

practical and easier to design.

(f) Prime movers can be operated at their maximum effi-

ciency while varying shaft speed without a controll-

able pitch propeller.

(g) Electric motors and generators are simple in ccn-

struction, easy to operate, and have an exceptional-

ly fine maintenance history.

In spite of the seemingly overwhelming advantages, elec-

tric propulsion systems are not being used in any recent sur-

face or submarine combatant designs. The reasons for this are

few but overriding. The three most common difficulties asso-

ciated with electric propulsion are:

(a) Higher acquisition costs than competitive alterna-

tives.

(b) Considerably greater weight and volume requirements

than alternatives.

(c) Higher transmission losses overall, reflecting a

lower system efficiency and higher fuel usage than

alternatives.

Of the three listed above, the second causes the most dif-

ficulty for the ship designer. Naval architects and ship de-

signers are being asked to design ships with more and more

payload while keeping the displacement, cost, and manning down.

As a result, the designers are forced to forfeit the advantages

of electric propulsion in favor of light weight, low volume

propulsion systems. The advent of the marine gas turbine has

12



aided the designer considetably. Hcwever, he is still ccn-

strained with the requirement of "in line" propulsion compo-

nents and the associated loss of flexibility in arrangement

and location of the main machinery spaces.

In 1911. Kammerling Cnnes discovered that the resistivity

of certain conducting materials essentially vanished at temp-

eratures near absolute zero. 3ecause of this extraordinary

electrical property he called this new state the "supercon-

ducting" state and called the materials "superconductors".

Since then, over two dozen superconducting elements and com-

pounds hqve been identified. Subjecting these materials to a

very low temperature is a necessary but not sufficient condi-

tion to ensure superconductivity. The superconducting state

can be destroyed by application of a sufficiently strong mag-

netic fieid or passage of a sufficiently large current. The

temperature below which the material is superconductive is

called the critical temperature and the magnetic field above

which the material losses superconductivity is called the

critical magnetic field. Upon violating either of these

critical parameters the shift from the superconducting state

to the normal conducting state is essentially instantaneous.

The state of extremely low resistivity implies that loss-

es could be greatly reduced. This lt.v loss condition indicated

that electric motors and generators could be built to higher

ratings for smaller physical size. However, before practical

superconducting electrical devices could be built it was neces-

sary to identify at least one material with a reasonably

13



attainable critical temperature and a high critical magnetic

field. Such a material, a niobium tin compound, was discover-

ed in 1961.

Considerable research has been conducted in the recer-

past in both machine design and superconductor development.

Recently a method was developed to produce extruded copper

wire with embedded niobium fibers for use in machine coil

windings. Current development efforts are directed at im-

proving the very high density current collectors. Collectors

for large machines must be capable of handling current densi-

ties of 3,000 to 9.000 kiloamps per square meter. The major

concern of the machine designers is to reduce as much as pos-

sible the chance of catastrophic failure of the machine when,

for some reason, there is a loss of supercooling refrigeration.

The advent of superconducting machinery for shipboard use

indicates an order-of-magnitude savings in weight, reduced

volume, and the distinct possibility of reduced costs. The

end result is a propulsion system having all the advantages

of electric power without all the classic disadvantages of

high weight, large volume, and high cost.

The refrigeration units needed to provide the supercool-

ing are the most developed components in the system. The prin-

ciples of operation and design are well understood and units

of sufficient capacity are commercially available. Addition-

al developmental effort is needed to marinize these units in

order to provide suitably compact and quiet units. Specific

14



details con~cerning -weight and volume of shipboard units will

be developed in chapter two of this thesis.

An interesting aspect of electrical propulsion which is

aetting more and more attention is that of integrating the

ship service electrical system with the ships propulsion sys-

tem. None of the present day major combatant designs take

advantage of electrical integration. Most designs today util-

ize separate gas turbine or diesel generators for ship servive

electrical power. This creates additional difficulty for the

designer since he must find additional deck space, internal

volume, and provide for additional ducting. These installa-

tions also contribute to increasing the ship's weight and cost.

The marriage of light weight, high efficiency, large capacity

gas turbines with superconducting motors and generators could

eliminate the need for separate ship service electrical gener-

ating equipment. This integration could be accomplished with

steam turbines as well, and hence, find application with nu-

clear propulsion plants. The design of an integrated ship ser-

vice electrical system will be discussed in detail in chapter

three of this thesis.

15



CHAPTER 1

BASELINE SHIP DESCRIPTION

1.1 Introduction

The intent of this thesis is to analize the impact of the

application of superconducting propulsion systems on naval

ship design. One realistic method of analysis, and the one

selected here, is to compare a well defined baseline ship

without superconducting propulsion to a model ship with super-

ccnducting propulsion. In order to make a valid comparison,

the proposed model must conform to the same design philosophy,

requirements, and constraints that guided the development of

the baseline ship. In order to judge one ship as being "as

good as" or "better than" another ship, it is imperative that

the two ships have the same mission requirements.

The baseline ship selected for the comparative analysis

is the FFG-7. This ship is a U.S. Navy guided missile escort

vessel. This ship was designed for entry into the fleet in

the mid 1970's and represents a modern design. The primary

reasons for selecting this baseline are threefold.

First, since this ship is a recent design, it represents,

in many ways, the present day trend in naval ship design of

minimizing ship acquisition cost. Historically, naval ship

design has shifted from performance optimization to minimizing

life cycle cost to minimizing acquisition cost.

Secondly, the FFG-7 is well documented and a good deal of

16



information, data, and specifications have been published.

Since this ship class is still under construction, information

concernina desizn deficiencies is continually being reported.

Thirdly, the FFG-7 presented an unusually demanding task

to the dpsigners. In addition to a broad mission requirement,

the following design constraints were imposed.

(1) The follow-on ships must not exceed an acquisitior

cost of 45 million dollars each (1974 S).

(2) The ships full load displacement must not exceed

3,LOO tons.

(3) The total manning must not exceed 185 men.

(4) The ship must utilize "off-the-shelf", standardized

equipments.

it should be noted that the FFG-7 class ships do not con-

form to constraints (1) and (2) listed above. The full load

displacement has increased to 3,617 tons. The acquisition cost

exceeds the cost specified primarily due to the addition of

equipment not originally requested. In addition, the onboard

maintenance requirements were underestimated and there is a

real possibility that the manning level will have to be in-

creased over the 185 man constraint.

1.2 Baseline ShiD Characteristics

The comparative analysis will be conducted in chapter

five of this paper. The baseline ship characteristics and

weights necessary for the analysis are shown in tables 1.1

and 1.2.

17



Len~tn (3P) 408 ft

Length (CA) 445 ft

f !ad) 15.0 ft

Eeam (max) 46.9 ft

Light Ship Displacement 2.777 tons

Full Load -iz;lacement 3.617 tons

-rn i 18g

Propulsion (2) 1, 2500 Gas Turbires

40,000 SHP total

(1) Shaft

(1) Controllable Pitch

Propeller

Electrical (4) 1000 KN Diesel

Generators

Armament (1) 1AX 13 Guided Missile

Launcher

(1) 76 mm Gun Mount

(1) CIWS

(I) Lamps III Helo

(2) ASW Torpedo Tube

Groups

PRINCIPLE CHARACTERISTICS(2)

Table 1.1

18



-U .CPTICN WEIGHT(tons) WEIGHT ?PACTICN

H Mull Structure 1248.55 .345

2 Propulsion 287.04 .079

3 Electric Plant 195.72 .054

4 Command and Control 116.13 .032

Auxiliary Systems 440.01 .124

Cutfit and Furnishings 318.78 .08

Armament 93.54 .025

Light shipw/o Margin 2708.77 .748

! argin 6r. 91 .019

Full Load Displacement 3617.47 1.0

A complete listing of all three digit weight groups

required for the analysis can be found in appendix I.

GROUP WEIGHTS(3)

Table 1.2

19



CHAPTER 2

SUPERCCNDUCTI r'G PRCPULSION SYSTE[:

2.1 Pronulsion Plant Description

The proposed superconducting propulsion system is shown

schematically in figure 2.1. The major components are as

follows,

(2) L" 2500 marine gas turbines

(1) Superconducting DC propulsion motor

(2) Superconducting DC propulsion generators

(1) Cryogenic liquid helium cooling system

(1) Fixed pitch propeller

(1) Electric propulsion distribution and control panel

(1) Liquid helium distribution and control subsystem

With the exception of the propulsion motors and generators,

all of the major components listed above are within present

production capabilities. There has been sufficient study and

experimentation to clearly demonstrate the feasibility and

producibility of the superconducting components. The risks

associated with the utilization of these equipments will be

discussed in chapter 5.

The data necessary to establish the performance charact-

eristics and physical dimensions for the superconducting com-

ponents and the cryogenic cooling system was extracted from

reports published by David Taylor Naval Ship Research and

Development Center (DTNSRDC), Annapolis, Maryland. (5 "9 ) The

data contained in these reports is consistent with reports
20



(7(7)

((2)

(7) W 7

to propulsion
generator #1

(1) 124 2500 gas turbine
(2) superconducting DC propulsion generator (20,115 HP)
(3) electric propulsion distribution and control panel
(4) superconducting electric propulsion motor (40,230 HP)
(5) fixed pitch propeller
(6) cryogenic refrigeration system
(7) portable cooldown unit connections

electrical flow path
coolant flow path

SUPERCONDUCTING PROPULSION SYSTEM BLOCK DIAGRAM

Figure 2.1
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published by both Westinghouse and M.I.T.

The components in the proposed propulsion plant were

sized to match the existing SHP requirements for the FFG-7

plus the additional power required to supply the ships ser-

vice electrical requirements. The specific function and de-

scription of each major component is discussed in the follow-

ing subchapters. The integrated ship service electrical

system will be discussed in chapter 3.

2.1.1 U4 2500 Marine Gas Turbine

Two of these prime movers are installed in a split plant

arrangement. These are the same prime movers presently in-

stalled in the FFG-7. Each turbine is rated at 22,880 HP at

3,600 RPM. This is slightly higher than the FFG-7 rating due

to the electrical system integration and hence, the need to

drive an additional normal conducting AC generator. Each tur-

bine is coupled directly to the tandem generators. All clutch-

es and reduction gears have been eliminated and there are no

mechanical connections between the turbines and the propeller

shaft. The UI4 2500 operates on gaseous fuel, JP/JP5 , marine

diesel, or heavy distillate fuel. The specific fuel consump-

tion (SFC) at 22,800 HP is .39 lbs/HP-hr. The SFC graph for

the L14 2500 for various power levels is shown in figure 2.2.

As seen from the graph, the SFC improves as the power level

increases.

22
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2.1.2 40,.2? HP Shielded Suoerconductin ,otor

The DC propulsion motor is an acyclic motor utilizing

liquid metal collectors and a superconductive winding in a

hexpole, shaped field configuration. :his machine is a scaled

up versicn of the 3,0C HP machine presently being evaluated

by the U.S. Navy at DTNSRDC. This machine represents an order

of magnitude improvement in weight and volume over normal con-

ducting electric motors. Specific operating characteristics

and physical dimensions are detailed in table 2.1 below.

rated power 40,230 HP

rated voltage 300 VDC

rated maximum current 100,000 amps

rated maximum RPM 180

maximum diameter 73.2 inches

maximum length 145.2 inches

total weight 36.85 tons

total volume 356.63 cubic feet

efficiency (maximum power) 97.3%

efficiency (2 power) 98.6%

liquid helium cooling requirement 5.4 liters/hour

PROPULSICN .CTCR CHARACT STICS (7)

Table 2.1

24



2.1.3 20,115 HP Shielded Sunerconducting Propulsion Generator

This machine is identical in principle to the propulsion

motor. Each propulsicn generator is driven by a separate gas

turbine at a constant speed of 3,600 RPF1. A DC generator was

chosen over an AC generator with a rectification system be-

cause the DC generator is smaller, lighter, and more efficient.

Specific characteristics and physical dimensions are detailed

in table 2.2 below.

rated output 20,115 HP

voltage output 300 VDC

maximum output current 50,000 amps

weight 3.19 tons

volume 30.36 cubic feet

length 5.38 feet

liquid helium cooling requirement 2.9 liters/hour

FROPULSION GENERATCR CHARACTERISTICS (8)

Table 2.2

2.1., Licuid Helium Refrigeration System

The single most critical auxillary in the propulsion sys-

tem is the cryogenic cooling system. The superconducting

windings in the propulsion motor and generators require an

25



environment at a temperature- of liquid helium and at one

atmosphere pressure. The refrigeration system is designed to

maintain the superconducting windings at 4.4OK during and be-

tween missions. Hence, the motor and generators will require

cooldown from 300 K only after planned overhaul or maintenance

action. The major components of the cooling system are as

follows:

(1) Oil flooded screw type compressor (online)

(1) Installed compressor spare

(3) Three piston expansion stage liquifiers with inter-

stage heat exchange (online)

(1) Installed liquifier spare

(1) Portable cooldown unit with single piston expansion

stage

Specific operating characteristics and physical dimensions

are shown in table 2.3.

2.1.5 Proneller

The propeller utilized in the propulsion system is a

5 bladed, fixed pitch type. Shaft reversal can easily be ac-

complished with a DC motor by reversing the power leads. This

ability to reverse the shaft negates the necessity to employ

a controllable reversible propeller (CRP) and its associated

control system.

Historically, the CRP type propellers have been trouble-

some. In addition, the CRP type is less efficient and heav-

ier than an equivalent fixed pitch propeller. A brief com-
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=a.on is shc.vn in table 2.t.

2.1.6 :>-ctric Pronulsion :istri'Vution and Control System

This sutsystem allcws fzr t,.o mcnl.Cring and control of

the Propulsion motors and generators. The control system will

.elec .the ..r.Tor scurce, ccncL th- 7anerator excitation,

monitor the motor and generator ter xowa~ce, and distribute

the;:-o~~zr.- powe-vr to th c~cz

A., Integral p~art cf the diztributior an~d control sts

tern is the braking resistor group. Braking resistors are re-

quired to absorb -he large rransienz currencs during shaft re-

versal. The resistors are air and water cooled to prevent

overheating.

The high current, typically 100,CO0 amps, characteristic

of large superconducting homopolar machines require highly ef-

ficient switchgear for propulsion motor reversal. Experimen-

tal model switchgear constructed at DTNSRDC using Multilam

material in the contact regions is 5-10 times smaller and

lighter than equivalent commercially available switchgear.

The use of liquid cooled, coaxial transmission lines with such

switchgear results in a lightweight, compact system. The exact

weight of the transmission system cannot be determined at this

stage. However, a reasonable estimate based on a typical ar-

rangement would be approximately 9 tons.

2.1.7 Liouid Helium Distribution and Control System

The function of this system is to monitor and control

the distribution of the liquid helium coolant to the super-

27



,.- --...... ...- r ( ch),_.CLU :E (-- ) INSTALLEn

23cmresscr 1.1 46.78 1

Liquifier 1.08 52.59 3

Liquifier (spare) .36 17.65 1

Cooldown unit .39 35.31 1

r2l;.Z, p'p-";, '' .2'. ") .

Total Weight 4. -2

Total Volume 243.62

Input power required: 81 Ka

Total Flcw: 11.2 liters/hour @ 4.4°K

LIQUID HELIUM CCCLING SYSTEM CHARACTERISTICS
(9 )

Table 2.3

PARAMIETER CRP FIXED PITCH

Rated Power 40,000 HP 40,230 HP

Maximum RPM 160 180

Open Water Efficiency 70% 7305

Diameter 17 feet 17 feet

Weight 31 tons 18 tons

PROPELLER CHARACTERISTICS

Table -2.
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canducting motors and generators. Inherent in this system is

a rapid crCss ccnnect capability for casualty control. Rapid

response tc cas' i'ies is acccmplished using installed spares

and valve actauted cross connects. ?igure 2.3 schematically

illusTraTes crie component arrangement and the location of the

cross connect valves. The function of the portable cooldown

,;nitJ be discssed in chapter 2.2.

2.2 ?r>':2sion System Oneration

The propulsion system can be operated in either a split

plant or combined plant lineup depending on the power re-

quired, casualty conditions, or maintenance requirements.

Either L'd 2500 operated in a single plant lineup is capable

of delivering sufficient power for a cruise speed of 20 knots.

The control of the gas turbines is designed to provide auto-

matic power regulation and fuel proportioning based on opera-

tional speed requirements. The gas turbines will be operated

at a constant speed of 3,600 RPM. Each turbine module is noise

insulated and equipped with a Halon 1301 fire extinguishing

system. The entire system is sufficiently automated to allow

two men to control normal operation.

Each gas turbine drives a superconducting DC propulsion

generator which in turn provides 300 VDC power to the propul-

sion distribution and control subsystem. The maximum current

output from each generator is 50,000 amps. The necessary cryo-

genic cooling is provided by the liquid helium refrigeration

system at a flow rate of 11.2 liters/hour at full power.

29



(1) Comnressor
(2) Compressor (installed spare)
(3) Liquifier (installed spare)
(4) Liquifier (motor)
(5) Liquifier (generator #1)
(6) Liquifier (generator #~2)
(7) Portable Cooldown Unit
X Isolation Valves

CCOLING FL.CW CCNTrRCL SYSTEM

Figure 2.3
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The generated -C power is delivered to the propulsion

distribution and control subsysten via the water cooled co-

ixia.i transmission lines. This subsystem selects the generator

source and ccntrols and monitors the system's performance.

Associated with the distribution and control subsystem is

a -rc-up of dynamic braking resistors. These resistors are util-

ized durina shaft reversals to absorb the transient currents

and thus prevent the generators from overspeeding while the

proeller is unloaded.

The supcrconducting DC propulsion motor is capable of de-

livering up to 40,230 HP to the propeller. At full power the

motor requires 300 VDC at 100,000 amps. Supercooling is pro-

vided by the same unit that services the propulsion generators.

At full power, the motor requires a coolant flow of 5.4 liters/

hour.

The propulsion motor drives a conventional fixed pitch

7ropeller at a maximum rotational speed of 180 RPM at full

power. This propeller replaces the CRP type presently used

on the FFG-7. The specific propeller cannot be determined at

this stage but its diameter will be 17 feet.

The heart of this propulsion system is the liquid helium

refrigeration system. This system is designed to deliver a

flow rate of 11.2 liters/hour at one atmosphere of pressure.

The compressor output is compressed helium at ambient temper-

ature and 11 atmospheres of pressure. The compressed gas is

delivered to each of three online liquifiers which reduce the
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the temperature to 4.40K. Each liquifier services a separate

superconducting machine.

Rapid casualty control is a necessity and requires in-

stalled redundency. The installed spare compressor and liqui-

fier can be quickly put into service through a network of

cross connect valves. Studies indicate that the superconduct-

ing machines could operate for approximately 5 hours with a

loss of coolant so long as the machine remained closed and

pressure tight. However, this capability has not been demon-

strated on full sized machines under actual operating condi-

tions.

The superconducting machines are maintained at 4.40K at

all times. In the event of a casualty or if routine mainte-

nance is required, the machine must be cooled down again from

ambient to operating temperature as quickly as possible. To

assist in this cooldown, a portable unit is installed on the

warm machine. Cooling from ambient to operating temperature

is a lengthy process requiring approximately 50 hours for the

propulsion motor and approximately 5 hours for the propulsion

generator. The time breakdown for a typical cooldown sequence

is shown in table 2.5 on the following page.
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P=C ESS MOTOR GENERATOR

Installation of cooldown unit .5 hr .5 hr

?0O0 K to 1000K (constant speed) 31 hr 2.5 hr

O00°K to 150K (constant flow) 6 hr .5 hr

Liquifier installation .5 hr .5 hr

15°K to 4.4°K 12'hr I hr

TOTAL 50 hr 5 hr

COOLDOWN SCh"SEDULZ ( 9

Table 2.5

33



CHAPTER 3

INTEGRATED SHIPS ELECTR:CAL SYSTE4

.1 Introduction

An integrated ships service electrical system is one

which utilizes a common prime mover to drive both the propul-

sion components and the electrical generating components.

The definition of an integrated system does not preclude

the use of a mechanical drive propulsion system, but studies

have shown that maximum advantage is gained when the integra-

tion is done with electrical propulsion. (10)

The most recent naval ship designs use either gas turbine

generators or diesel driven generators to provide ships ser-

vice electrical power. The Spruance class destroyers (DD 963)

utilize three Allison 501-17K gas turbine generators and the

FFG-7 class use four Detroit 16V-149-TI diesel generators.

The ship designer is faced with the problem of finding space

and accepting the weight for these components and their asso-

ciated ancillaries. In the case of the FFG-7 the weight pen-

alty for these generators is in excess of 100 tons and the space

allocated amounts to several thousand cubic feet.

The major advantages of an integrated electrical plant are

as follows:

(1) If the SFC of the ships service prime mover is

greater than the SFC of the propulsion prime mover

then greater fuel economy can be realized.
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(2) There will be a considerable reduction in both

acquisition ccst and maintenance requirements.

(3) Reducing the number of ship service electrical gen-

erators will contribute to greater frequency and

voltage stability since the number of units operat-

ing in parallel is reduced.

(4) A reduction in the ship's acoustic and infrared

signature can be achieved.

(5) There will be more volume for payload space assizn-

ment.

(6) A reduction in manning can often be achieved.

The extent to which these advantages are realized will vary

from ship to ship. In the case of the FFG-7, the integration

will allow for the removal of the four diesel generators and

their associated ancillaries. A complete analysis of the im-

pact will be done in chapter 5 of this thesis.

Figure 3.1 schematically illustrates the integration of

the ship service electrical generating equipment into the sup-

erconducting propulsion system.

1.2 Integrated Electrical System Description

The major components of the electrical system are as

follows:

(1) 2000 KW Normal Conducting AG Generator (starboard)

(2) 2000 KO Normal Conducting AC Generator (port)

(3) Ship Servive Electric Plant Control Panel

(4) Shore Power Breaker Panel
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(9(9)

to (6)(5
shiD's C
electrical r-

(9)

(9)

to propulsion
generator #1

(1) IM 2500 gas turbine
(2) ship service AC generator (2000 KW)
(3) superconducting propulsion DC generator (20,115 HP)
(4) ship service electrical distribution and control panel
(c) electric propulsion distribution and control panel
(6) superconducting electric propulsion motor (40.2-0 HP)
(7) fixed pitch propeller
(8) cryogenic refrigeration system
(9) portable cooldown unit connections

electrical flow path
coolant flow path

SUPECONDUCT:NGr ITB-G .AT. D PROPULSION SYSTE, BLOCK DIAGRAM

Fiaure 3.1
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(5) Port N.n-Vital Load breaker Panel

(6) Port Vital Load -reaker Panel

(7) Starboard Non-,ital Lcad Breaker Panel

(8) Starboard Vital Load Breaker Panel

(9) 400 Hertz Breaker Panel

(10) 400 Hertz Static Frequency Converter #1

(11) LCO Hertz Static 9,recuency Converter 2

(12) 400 Hertz Static Frequency Converter :3

(13) 400 Hertz Distribution and Control Panel

(14) Cutout to Fort ;on-Vital Distribution System

(15) Cutput to Port Vital Distribution System

(16) Output to Starboard Non-Vital Distribution System

(17) Cutput to Starboard Vital Distribution System

The interfacing of these components is shown schematically in

figure 3.2.

The 60 hertz electrical load requirements for the FF-7

for various operating conditions are listed in table I.!. The

maximum 400 hertz requirement is less than 150 K4.

CCND7TiCN LOAD (KI)

24 Hour Average 1300

Normal Cruise on 100F Day 2400

Battle Load 1800

FFG-7 60 HERTZ : -EzCTRICAL LCAD FEUIRt.ENTS

Table 3.1
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(iL~(11 (1512)__

60 HERTZ and 400 HEi'-RTZ E-LEC'RICAL DISTRIBuTICH Y

Figure .2
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1.2.1 Shins Service Electrical -enerators

The two ships service electrical generators are ncrmal

conducting AC generators each driven by a L1 2500 gas turbine

in tandem with the propulsion generators. The AC generators

are driven at a constant speed of 3,600 RPA. Each generator

has a maximum rated output of 2,000 Fd and is designed to de-

liver 60 hertz, 3 phase, 440 volt power during normal opera-

tion. The specific characteristics and dimensions are show.

in table 3.2 below.

Rated Power (max) 2000 K$

Weight 7.38 tons

Volume 90 cubic feet

Diameter (max) 65 inches

Rotational-Speed (constant) 3600 RP,

Length 78 inches

SHIPS SERVICE ELECTRICAL GENERATOR CFA.RACTERISTICS ( i 1 )

Table 3.2

3.2.2 Shins Service Electrical Control Panel (SSECP)

The output from the ships service turbine generators is

delivered to the SSECP. This control panel provides for the

monitoring and control of the ships electrical system. The

SSECP automatically provides feedback to the LM 2500 fuel feed

system, provides shutdown for under and overspeed conditions,

high and low frequency, high and low voltage, electrical sys-

tem grounds, and provides the mechanism for generator connec-
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:ion and cross connection-via the _ and T.J-.' tie breaker.

The output frcm the SS:CP id delivered to the port and star-

board, vital and non-vital breaker panels.

. L0L Hertz Static Freaue r Converters

Aside from switchboards, breaker panel, rectifiers, and

transformers, the last major components in the electrical sys-

tem are the 00 hertz static frecuency ccnverters. These de-

vices are desizned to convert 60 hertz, 440 volt input to 400

hertz, 40 volt output. The static frequency converters re-

place the more commonly used motor-generator sets. The FF--7

has three static converters installed each with a maximum rat-

ing of 150 KW. A functional block diagram of a typical static

frequency converter is shown in figure 3. 3 below.

400 I 400 HERTZ IVERTE R _
440 V M I TANK XMFR

< FILTER CKT

-:CCK DIAGRAMl of 60/400 HERTZ STATIC FREQUENCY CONVERTER

FIGURE 3.
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3.3 Ships Service Electrical System Oneration

Ship service electrical generator lineup is controlled

at the SSZCP via the turbine generator (To) breakers. If

only one zenerator is needed or desired, the idle generator

can be secured by opening its TO breaker and the on-line gen-

erator can supply both the port and starboard busses through

its TG breaker and the T'-TO tie breaker. .. n all 11' severe

cold weather conditions one generator can supply the entire

ships service electrical demand. The synchronization and

mcnitorina of the generators is done at the SSECP.

The output of the SSECP is delivered to the port and

starboard, vital and non-vital breaker panels. System cross

connection during one generator operation is achieved via he

cross connect breaker located on the port and starboard vital

breaker panels.

Cutput from the four major breaker panels is delivered

to the vital load switchboards, non-vital load switchboards,

and the 400 hertz breaker panel for distribution. Shore power

is provided via the shore power breaker panel to the vital

breaker panels while in port.

The 400 hertz breaker panel delivers input power to the

three static converters. 400 hertz power is then delivered

to system loads via the LO0 hertz control and distribution

panel. This panel also monitors and controls the operation

of the static frequency converters. Cne on-line converter

is sufficient to meet all the 400 hertz power demands.
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'cu-.icr svstam. zc:wer riau_"re.,ier.z are : rov ide d for by, lo-

cal retfir a:-,d Z power s-upplies.

C-,,eraticn and mon-itcri. of the entire ships service

electrical system can be dcrne by1 cne !ran stationed a-t tnme

zS CP. It is expected that in the normal criLsin;- mo~d' On.'

drivae Its assc-ziated sh.its an':z d zroPulsi4cn :7-ansrator.

The FG-7 should be capable of making about of its max-

:mumn szeed and rnee-tinr 6& of the eiecrr:.ca.± aernands wi.-.-i

a one turbin_4e lineup.
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CHAPTER

TWIN SCREW, INTEGRATED PROPULSION SYSTEM

4.1 Introduction

The propulsion plant and electric plant described in

chapters 2 and 3 respectively are for single shaft designs.

Since the FG-7 is a single shaft ship, the previously pro-

posed systems most closely resemble the present installation.

However, for the sake of completeness and in an attempt to

fully maximize the benefits of a superconducting, integrated

propulsion plan;, a third candidate will be analized.

Historically, twin screw ships cffer better manuverabil-

ity, improved reliability, and greater operational flexibility

than single screw designs. FFG-7 design constraints precluded

the use of a twin screw arrangement because of the inherent

greater weight and volume requirements associated with these

designs. The anticipated weight and volume reductions due to

the superconducting, integrated propulsion installation may

make a twin screw propulsion plant a viable alternative.

A twin screw, superconducting, electrically integrated

propulsion plant will be described in the following subchapter

and analized in chapter 5 with the two previously proposed

systems. A twin screw, non-integrated system will not be

evaluated.

1.2 Provulsicn Plant Descrition

The twin screw propulsion plant is shown schematically
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in figure .1. As can be seen by comparing with figure 3.1,

the only differences are the addition of a second shaft, pro-

peller, and propulsion motor. The single shaft system uses

one 40,210 HP motor and the twin shaft system uses two 20,115

HP motors. The gas turbines, ships service electrical genera-

tors, propulsion generators, and cryogenic refrigeration s'is-

tem are identical in design and function. .inor desig, mcdi-

fications in the distribution and control subsystem will be

necessary.

In the normal cruise mode, one gas turbine, one prcpul-

sion generator, one ships service electrical generator, and

both propulsion motors will be on-line. Either turbine/ gen-

erator system can drive either propulsion motor. For full

power operation, each turbine/generator will drive a separ-

ate propulsion motor. As in the previously described plants,

shaft reversal is accomplished by reversing power leads via

the distribution and control panel. Hence, a single turbine/

generator can drive the two shafts in opposite directions by

simply reversing power leads on one of the motors. The same

type breaking resistor subsystem is required to absorb high

transient currents during crashback evolutions.

Since the total required torque is now divided between

two shafts, the propeller speed will increase to approximate-

ly 250 PR and the propeller diameter will be decreased to

approximately 12 feet. As with the previous designs, the pro-

pellers are 5 bladed, fixed pitch types.
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tg)L_ _ 9 , (9) (9)

(2) (3 -- 6)

II--- -

t 0
ship's
olactrical

((22

(1) L1 2500 gas turbine
(2) ship service AC generator (2000 KW)
(3) superconducting propulsion DC generator (20,115 HP)
(4) ship service electrical distribution and control panel
(5) electric propulsion distribution and control panel
(6) superconducting DC propulsion motor (20,115 HP)
(7) fixed pitch propeller
(8) cryogenic refrigeration system
(9) portable cooldown unit connections
(10) liquid helium connections for starboard side components
----------- electrical flow path

coolant flow path

TWIN SCREW, SUPERCONDUCTING =NT-GRATED

PROPULSION SYSTEM BLOCK DIAGRAM

Figure 4.1
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The reducticn of th propulsion motor size will allow

for a more rapid cooldcwn process. Cooldown frorm ambient to

1 1. K can accom-lished in approximately one half the time

require'! for the 40,230 HP motor, approximately 24 hours.

gcecific ch. recteristics of thp 20,115 HF propulsion

motor, preel!=r , and cooldown schedule are shown in tables

Z n re Zpec t" 21.6



Ra:ed -Fwer 20,115 HP

rated "cltaae 300 'DC

a. urrent 50,000 amps

aximum iameter 36.6 inches

Maximum Length 72.6 inches

Total Wdeicht 18 tons

_otai ;oiume 45 cubic feet

...axi.- R .250

-iquid Helium Cooling Requirement 2.7 liters/hour

20,11r HP PFCPTJIS!ON I, CTCR CHAACTERISTIS

Table 4.1

Rated Power 20,115 HP

Maximum RP4 250

Open Water Efficiency 73%

Diameter 12 feet

Weight 12 tons

PROPELLER CHARACTERISTICS

Table 4.2
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:nstallatiocn of Coo2Acw. ' nt .5 hr

'100 0K to 1CO0K (ccnstant sTpeeC 15h

t~c 15c (cons~tan~t flow) 3 hr

Liquifier >-stallati-on .54 hr

15 0K to 4.40K 6 hr

Total: 25 hr

20,11r, HP RP'P.s-.CN *ICTrCF. CCCLZC'qN c-::

Table 43
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CHAPTER 5

CC4PARAT VE AA-LY

<.I Introducticn

The necessary data and design cnaract.-istics portal ;r - -.

to the proposed superccnductir.r, .pucn systems was

ced in chbapters 2, 1, and 4. A complete listing of the modi-

fied BSTC weight groups is provided in appendix :. Spacifi

weight data fsr the F -7 is provided in appendix ::.

Three prcpcsed mcdlficaticns will be analized and evaIu-

ated. The three candidates are as follows:

Candidate - Brief Descr:ztion

1 single screw, superconducting electriz pro-

puslion, diesel generator ships servIce elec-

trical system

2 single screw, superconducting electric pro-

pulsion, integrated ships service electrical

system

twin screw, superconducting electric pro-

pulsion, integrated ships service electrical

system

The major analytical tool to be used is a ships synthesis

model (12 ) developed for the design of destroyer type ccmbat-

ants. A brief description of this synthesis model will be
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:ven in subchapter5.2. The specific input values and format

for tho hroe candidates are detailed in appendix i. A de-

tailed Iistinw cf t-e cutput values for each candi ate is zrc-

.vded in a::-ndi: :7.

The output of the snips synthesis model will be gross

characteristics, area and volume data, stability data, maximum

sustan:. sPed, an endurance fuel rcuirements. The paylcad

f:r all the candidates is identical and completely specified

as an input to the -.:-coram. This was done to ensure that the

candidate sh;s have the sar.e mission capability as Tre taze-

line FF'3-7. The endurance for each candidate was specified

to be 4,1CC N - 20 knots. This too coincides with the FF?-7.

The analysis will center on nine comnparative areas as

follows:

(1) gross characteristics

(2) naximurn sustained speed

(?) endurance fuel requirements

(4) general arrar.nent3

(5) ~ayload

(6) vulnerab ilty/survivability

(7) risk

(8) maintenance

(9) cost

The three candidates will be compared in each of the above are-

as. The cbj;ectlve cf the analysis is essentially twofold.
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First to dtertmine if an- of the croposed car.&idatec offer an

improved design over the F?-7. An "improved" des.,n, in the

context of this thesis, Is one which provides a mission ecu2-

valent shin which meets or mcre closely meets the criginal

?FF-7 design constraints. Secondly, to identify the desig.n

element which aro most impacted, either beneficially or ad-

versely, '-y a shift to a superconducting propulsion system.

The output of the ship synthesis mcdel will be specific

data relating to iross characteristics, sustained speed, and

endurance. The comparative analysis of the remaining six are-

as will be primarily subjective, but supported wherever pCs-

sible with historical data, generally accepted design practice,

and the authors personal experience and kncwlezde.

5.2 Description of the Ship Synthesis Model

The ship synthesis model provides a method of estimating

the weight, volume, electrical load, speed, and o'-erall ship

characteristics of feasible naval surface displacement ships.

This computer program has been verified to give accurate results

for monohull ships which range in size from 100 to 700 feet in

length and from 1,700 to 17,000 tons displacement. The model

does not attempt to define or check the arrangements required

for the ship; therefore, highly arrangement dependent calcula-

tions cannot be performed using this model. These include

damage stability, topside arrangement, internal arrangements,

longitudinal balance, and strength calculations.

The synthesis model does provide solutions that sati-sfy°
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-ne e wn3 ?irst, there must 'e a :alance ce-

twenth .e:htand tna 1i7acmen. crdly, internal

scace required. Thirdly, -the energy available must at least

meet tne energy required ;co orovie the ship's electrical de-

mands and to propel the ship at the F:uireJ snea. Finally,

csf', :iiesigncriteria fIr -r ,erce stabi;' ;irder

strength, and seakeeping.

Ihe zcc" synthesizes a -vaI suXice shi.'p frc.i t he f oi-

lcwintz relationsh-jps.

KI) Selecting starting estimates for full load displace-

ment and center of gravity based on a set of' rela-

tionships and rules.

(2) Selecting the proper geometric relationships for

naval surface ships to match the hull form to the

displacement and center of gravity.

(3) Linear fit for the selected hull form to the resis-

tance and powering curves.

(4) Calculating the weight of the specified payload

items and other ship equipment to determine a more

exact value for full load displacement.

(<) Calculate the center of gravity based on specified

ship configurations and compare to the estimated

center of gravity.

(6) Calculate the volume reauired and matcn this with
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the calculated hull dimensions.

> ?..... electrical load calculations.

2 ... _n 7' 2'ratonships w;ith the

existing ship dimensions.

. ... a~e throuFh the above steps until al of the

rat .on--'- a .... e a specified tclerance or

until th :i:cu nunber of iterations has been

.-c---rcred without obtaining viable solutions, in

which case th9 ship as specified is declare- !nfea-

This particular synthesis model will ccnverge accurately

+o the final config2uration as the input data is refined. The

rate cf convergence is a function of the degree of input spec-

ification which can be specified to any degree.

.' ComqPrative Analyrsis

Before proceeding with an in depth comparative analysis,

it is important to clearly establish the strengths and weak-

nesses of the synthesis model to be used. A comparison o

this model with the design models presently used by bcth the

U.S. Navy and Coast Guard showed a good correlation. 7n par-

ticular, this synthesis model proved to be very accurate for

the FFG-7 class ships. Most of the computed values agreed

within a few percentage points of the actual values. A tacit

assumption in using this model is that the results will be

sufficiently valid for a good analysis.

The synthesis model that is used does not attempt to
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optimize the design solution. The program is executed o de-

termine a feasible ship design, but not necessarily the best

d-sign. Different runs can be made to determine the design

sensitivity to various design parameters.

5.?. Ccmnarison of Gross Charate r sti s

Four parameters which provide a good measure of a ships

size are length, beam, draft, and full lad displacement.

this analysis the length of all three candidates was fixed at

4C8 feet (LBP), the same as the FF§-7. This was done to re-

duce the variability of the designs and to force a scution

similar to the FFG-7.

The calculated beam at the midships waterline of the

three candidate ships is 42.01 feet, 41-57 feet, and !I.43

feet for ships #1, #2, and #3 respectively. This compares

with a beam of 44 feet for the FFG-7. These results reflect.

a finer, more slender design. The finer line of these ships

contributes to a reduced water plane area and a corresponding

reduction in hull resistance. This reduction in wetted sur-

face area is the major factor contributing to a slightly hizh-

er maximum sustained speed for all the candidate ships.

The computed draft of the three candidate ships was

15.61 feet for #1, 14.96 feet for 42, and 15.2 feet for ship

. The full load displacement draft of the FF?-7 if 15.0

feet.

Two important ship characteristics impacted by changes

in beam and draft are stability and seakeeping. The synthesis
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-odcp assures that ne stabilit'; _ : w - z:- -s .c;

provide any specifIC i. for +-nat on c c .ni r _ n_- a

stability analysis o: -.e candi-a-ae snips will be acne by

taking the ccmbined effects of changing beam and draft into

account. The following relationships are used to determine

thp impact on stabilitv12
'17)

( ) ,, KB + 3. -K

(2) KB 7 - 1/ (-/2 v/A) ",or.isi's ?,r.u-a"

where: T : draft
V = underwater volmne
A = maximum secticn area

(3) BM -a)

where: B = beam at midshin waterl'n
V = underwater volume
Ca = .0733 Cp + .0026

(h) Area = (B)(LBP)(Cwp)

where: B = beam at midship waterlineCWp -- water plane coefficient
= .425(Cp)(Cx) .526

(5) Volume = (B)(T)(LBP)(Cp)(Cx)

where: Cr = prismatic coefficient

= .59 for all candidates
CX = block coefficient

= .75 for all candidates

Applying the above relationships using the values gen-

erated by the synthesis model yields the following results.
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1 0.36 :1.-9 [. . .o0

2 .3 11 .7' 7.)7 5.7' ...

10.09 11.48 17.82 p.75 .090

FFG-7 11.0 10.91 ! .e. ,?

The actual value c:' GM and in particular the ratio cf

are ' inaca;Qrs c .. the ,taliimty :f

ships. in all three cases ther -s an inorove.net -n 7"., an

an increase in the ratio 24/B compared to the FFG-7. This

implies that the stability of all trnree candiaazes will be

better than the baseline design.

The imPact of increasing G51 in the candidate ships is

also important in ccmparing roll Periods of the various de-

signs. A good approximation for roll period for destroyer

type ships is:

.44 B
roll period in seconds = (GM )

Applying this relationship to the candidate designs results

in a roll period of 9.4 seconds for all three ships. This

ccmpares with a roll period of 10.4 seconds fcr the FFG-7.

A reasonable roll period is in the range of 8 to 12 seconds.

Hence, all four ships fall within acceptable design ranges.

The following generalizations can be made concerning the

impact on seakeeping due to an increase in draft.

(a) permits better propeller immersion
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(b) permits larger, more efficient propeller

(c) promotes better handling in heavy winds

(d) promotes directional stability

(e) requires and permits a larger rudder

(f) reduces the probability of slamming

(g) increases sea speed if ship is slamming li.ited

All of the candidate ships have drafts equal to or great-

er than the FFG-7 and hence, the seakeeping and stability char-

acteristics of these proposed designs will be as good as or

slightly better than the baseline ship. The addition of fin

stabilizers would further enhance these characteristics. Fin

stabilizers were slated for installation in the FFG-7 but were

cancelled in order to keep the displacement and cost down. The

fin stabilizers require a 30 ton weight penalty.

The fourth major characteristic to be considered is the

full load displacement. As seen from table 5.1. all three

candidates reflect a considerable reduction in displacement.

SHIP LIGHT SNIP FULL LOAD FULL LOAD NET CHANGE

FFG-7 2708 3617

1 2583 3430 -187

2 2400 3252 -365

2439 3294 -322

CCMPARATIVE DISPLACETENT (tons)

Table 5.1
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The decreased displacement for candidate #1 is primarily

due to a reduction in weight groups 1 and 2 and a reduction in

the variable loads. This ship is physically smaller than the

baseline because of the reduced beam. Hence, this design r -

quires less structural steel, less shell plating, and less deck

iaterial than the FFG-7. The smaller hull of candidate #1 ac-

counts for a ?6 tcn, 31 reduction in group 1 weight. :he 7

ton, 31; reduction in group 2 weight is primarily due to the

elimination of the reducticn gear and the replacement of the

CRP. The variable load reduction of 62 tons, ?', is attributed

to reduced endurance fuel recuirements (44 tons) and reduced

lube oil requirements (8 tons'. This candidate exceeds the

target displacement of 3,4C00 tons by 3O tons.

The large reduction in full load displacement of ship #2

is due to the reduction in weight groups 1, 2. and 3 and to a

reduction in the variable loads. This design is also physical-

ly smaller than the baseline and, like ship #1, requires less

structural steel. The additional reduction in group 1 weigh-

is due to the elimination of the diesel generatcr foundaticns.

The group 1 weight for this design is 91 tons, 85, less than

the baseline group 1 weight. The 89 ton, 32% reduction in

group 2 weight is primarily due to the elimination of the re-

duction gear and the replacement of the CRP. :here is a signi-

ficant 113 ton, 61% decrease in group 3 weight due to the elim-

ination c' the diesel engines, diesel engine ancillaries, and

diesel fuel and cooling water piping systems. Reduced fuel
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and lube oil requirements account for a 56 ton, 7' reduction

in the variable loads. This design is 14P tons under the , CO

ton target displacement.

Candidate #3 is simpiy a twin screw adaptaticn of candidate

#2. The notable, 31 ton increase in Frcup 2 weight is due to

the additional shafting and propeller. There is also a 7 t2 n

increase in the endurance fuel recuired over cand:date 42. "his

design is 106 tons under the 7,4CO ton tare displacement.

2.7.2 Ccm:arison of 7axinun Sustained4 Z:e

The maximum sustained speed for all thre candidates

showed an improvement of between 1 and 1.5 knots over the

FG-7. The factors contributing to the increase are as fol-

ows:

(1) A reduction in the wetted surface area with a corre-

sponding reduction in hull resistance.

(2) Improved efficiency of the fixed pitch propeller

over the RP.

(3) A small increase in the installed horsepower.

The 3% improvement in propeller efficiency contributes to an

increase in the overall propulsive coefficient(PC). For a

specified value of effective horsepower, an increase in PC

will increase the value of shaft horsepower since SHP = (EHP)(PC).

The three proposed designs each have 230 more installed horse-

power than the FFG-7. The impact of the increased horsepower

is much less significant than the impact due to the reduction

in wetted surface area. Shaft horsepower varies as thp cubp
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of the speed and significant increases in speed req iire large

increases in power in the high speed regimes.

" CO.Da:7cn of Endur-nee Fueli ReQuirements

The actual fuel load for the FFC-7 and the candidate fuel

loads computed by the synthesis model are listed in table 5.2.

EFIP F NDURA"ICE -? F'7FL(tons) NET CHA'CBEt- -)

F:",-7 7,LO0599 ---

1 6,666 5L5 -5L

6,485 556 -43

ENDUPANCE FLEL REQUIFE.,IENTS

Table 5.2

Pro-oulsion fuel weight is computed as followst

Wp (Endur)(SEFE)(1.1)(SFCAED!)(1.1)/(VE, )D(2240)
PF END

where Endur = Endurance in ,NM

SHPE = Endurance SF?

1.1 Tail pipe and Structural allowance

SFCAED = Specific Fuel Consumption at SHFE

1.1 = Hull Foulinr Allowance

VEND = Endurance Speed in Knots

2240 = Conversion Factor from Lbs to Tons
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Electrical generating fuel weight is computed as follcws:

WE? = (Endur)(K'd2hAV)(1.r41)(1.l)(SFC24)/(VEN:D)(2240)

where Endur = Endurance in .'71

KW24AV = 24 Hour Average Electrical Load in KW

1.341 = Conversion Factor from KW to HP

1.1 = Tail Pipe and Structiral Allowance

SFC24 Specific Fuel Consumption at the Kd24AV
Power Level

it1E = Endurance Speed in Knots

22L0 = %c n ers i on Factor from Lbs zo ?ons

Total Fuel = WpF + WEF

The various electrical loads conditions for the four

ships are shown in table 5.3 below.

SHIP # CRUISE(KW) BATTLE(K.V) 2- HCUR AVG(K-)

FFn-7 2400 1800 1300

1 2172 1720 1262

2 2113 1663 1208

3 2126 1672 1219

COMPARATIV E TL .C.. 7

Table 5.1
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The reduction in propulsion fuel reauirements for the

three candidates can be attributed to a lower endurance SHP.

Endurance SHP is calculated by the synthesis model using Taylor

Standard Series estimations. This reduction in SHPE can be

attributed to (1) a reduction is wetted surface area and (2)

improved propeller efficiency. Propeller efficiency was an

input to the synthesis mcdel and was used in the calculation of

the propulsive coefficient. SFCAED was taken as .57 lbs/HP-HR

for all ships at the endurance power level.

The propulsion/electrical fuel breakdown for each of :he

four ships is shown in table 5.4 below.

SHIP PRCFULSICN FUEL(ton) ELECTRICAL FUEL TCTAL .HoNGE

FFG-7 513 86 599

I 462 84 546 -9

2 447 102 549 -9

3 449 103 552 -9

FUEL BREAKDCWN SCHEDULE

Table 5.4

Integrated electrical syscems typically show improved

fuel economy over non-integrated systems. This is not the

case here, however, for the two electrically integrated de-

signs being considered in this thesis. Improved fuel economy

occurs only if the SFC of the integrated prime mover is lower

than the SFC of the non-integrated electrical generating prime
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mover. The SFC of the L 2500 at the 24 hour average KW level

is .57. The SFC for the diesel engines at the same power level

is .44. However, the integration did contribute tc the overall

reduction in recuired fuel by acccunting for a 118 ton reduction

in weight and a 20,000 ft' reduction in requ res volume. The

impact on volume considerations will be discussed next.

Cc77az~:.ri!son of 7,arl Arranents

The actual vclumes of the FFG-7 and the candidate ship

volunes computed by the synthesis model are shown in table 5.5

below.

SHIP INTERNAL(ft3 ) SUPERSTRUCTUR(ft3) TOTAL

F-G-7 409132 82118 491250

1 374662 110705 485367

2 353662 110705 464367

357223 110705 467928

CCMPARATPITVE VCLUMES

Table 5.

Table 5.5 shows a 5.883 ft3 , 1.2% reduction in total vol-

tme for ship #1. This reduction is attributed to the follow-

ing;

(a) 400 ft for CRP ancillaries and control

(b) 3070 ftI- for removal of reduction gear
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2L4 ft- for fuel rrncv-a7

d, 20 f- for remov'al c' nnd be-ari'

e 2;0 fW' for r...al of lube oi4

The a i!ticnal required volume for the su:erccnuctin g

ilslcn -omronents is approximately 5C0 ft .

Tabl-~ --: 3hcws an additional 2.,OCC ft-, 5J~reduoct_.;r

i . ,rrelume for ship 1:2. T-- .... or con-r: '-u ors - o

this additicnal reduction are as follows:

(a) 12,eCC ftl for diesel generator remcval

c) 5.500 ft) for diesel auxillary equlpmen- remcv!a

(c) 2.000 ft3 for diesel intake and exhaust duct removal

(d) 175 ft3 for diesel lube oil removal

(e) 300 ft3 for fuel filling and transfer piping, control

panels, and operating staticns.

The addition of the two ships service electrical generators

recuires an addition of approximately 75 ftI.

Ship is essentially identical to #2 excep- for the

additional propulsion motor, shafting, breaking resistors,

cryogenic piping, and fuel oil. Ship #3 shows a 23,372 ft,

4.805 reduction in total required volume compared to the F: -7.

Candidate #2 reflects the largest reduction in required

volume, 26,833 ft3 . If the decision were made to enlarge this

design to the same hull dimensions as the FC.-7, then there

would be approximately 20,000 ft3 excess volume which could te

assigned to additional equipment or functions. A similar

statement can be made about ship #1. Candidate qI shows
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little 7rcvise of prcviding much excess volme sincp the re-

quired volume is only 5,eOO ft less than the baseline ship.

However, ship #1 would provide for better arrangement flexi-

bility of the machinery spaces.

Four areas of interest are affected by the excess volume

afforded by the two superconducting, integrated designs.

First, the fin stabilizers can now be added without sacrificing

space Presently assigned to other functions. These designs

can absorb the 1C ton weight penalty for the fins and still

remain telcw a full load displacement of 7 ,L'CO tons.

Secondly, the excess volume could be devoted to addition-

al magazine space or other payload considerations. :he impact

on payload will be discussed in further detail in the following

subchapter.

Thirdly, the additicnal space makes it possible to relo-

cate potentially vulnerable spaces like CIC and Weapons Control

Centers. Several critical control spaces on the FF?-7 are pre-

sently located high in the superstructure because of insuffi-

cient hull arrangement space. These and other vulnerability/

sur'ivibility considerations will be discussed in a later sub-

chapter.

Lastly, there is a real possibility of having to increase

the present manning level cn the baseline ship. The addition-

al required living spaces could be alloted without infring-

ing on spaces already designated for other functions or reduc-

ing the habitability standards the FFG-7 presently enjoys.
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in ge-cral :he superconduct.ng imract s -r4=4-ly r'

arrangement flexibi!lty. T he real gain in arrangment s-pace

is due to The erica!inegraion.

'h? insta armaen-. of tne three candidate si-s is

ie . tal n al! rescec ts to the FF-7. This was done to en-

sure that all -e sn ip_ ad the same fireoower a.n apa.;. liy

'he contrciling desin variables for pay.load in the 7:g-7 are

torside srace, weiht and total volume. All three candidates

contribute in c:n-e:r I-eUrees to allowing f r adi -ial

weiz.h. and/or rrc'iding for additional volume. However, none

of The proposed designs show any potential for increased to:-

side szace. This is zrimarilv due to havina constrained the

LZP to 4C8 feet. Superstructure volume is usually a function

of ship length.

Ship -i cannot accept any additional payload withou7

further exceeding the , C0 ton full load displacement -arget.

Candidates r2 and - can accept 12... tons and 4.Od tons of addi-

tional weight respectively _ithout exceeding The tarzet dis-

placenent. The excess volume in these two desicns has already

been established at approximately 20,000 ftU.

Since none of the proposed designs offer any additional

tcrsilq sace, the addition of gun mounts, missile launchers,

or torpedo tubez is not a ccnsideration. The most likely ccn-

si~eration would be increasing the number of missiles and/or

tcrnedoes cr the amount of gun ammunition. Eesigns =2 and ,

could accommodate a 10( i increase in gun a.7unition (w:. gp. SC.
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h - a amount to an additonal zc-i ll of 8 tcns and a

volume of :,CC ft A 10C') increase in the nunmber cf missils

would -c',ire .... of vclme and an increase in dzlc

.ent cf 4- tons. A 1CC' increase 4n the torpedc load wcul

require 7,5CC ft- of volume and a 14 ton increase In we:~ht.

A JCC increase in the number of missiles, torredoes, and

amuniTion would reouire a volume of 16,20C ft' and result in

an increase In full Icad displacement cf 119 tons. andidate

#2 has both the wei-ht margin and the excess vol-me to acccmo-

4ate an increase of this magnitude without exceeding the tar-

zet displacement. Candidate #3 could abscrb cny a 9.,2 increase

or any combination of the options which adds up to a total of

136 tons or less.

The important point resulting from the above discussion

is not so much the order of magnitude of the increases but

that the superconducting/integrated designs offer an option

that is not possible with the p-esent FFG-7 design; a sub-

stantial increase in payload.

The risk associated with these proposed designs and how

it might effect the fighting capability of the ship will be

discussed in detail in subchapter 5.3.7.

5.9& uln-r,-bility,,/urvivability Comzarisocn

Vulnorabilitv: in the context of this discussion, vulner-

ability is defined as a measure of the likelihood of a ship

sustaining- damage. Hence, a hizTly vulnerable ship is one

which has a high probability of being damaaed, w:ether it is
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due -c attack, wea-r and sea ccnditicns, or operational

c cmclexi tv.

Numerous rarameters zc into - he determination cf a shio'S

vulnerability. Some of the macor parameters are as follows:

'%1) The ship's noise level and acoustic si-ga.ure

(2) The degree of ccmplexity and degree of reliatility

of installed eaurinment

!) The manuverability and respcnse characteri St4
_s of

the ship

) he extent and effectiveness of the ship's armcr

5) Location of vital equipment and control spaces

(6) The ship's infrared signature

'7" The ship's radar cross section

(8) Capabilities and limitations of the ship's defensive

and offensive weaDons

The extent and effectiveness of equipment shock

hardening

(10) The structural strength of the ship

The superconducting and superconducting/integrated desi ns

would differ from the FFG-7 in only the first five of these

rarameters.

All of the candidates will have a reduced own ship's noise

level. The three major contributors to this reduction are:

(1) The elimination of the reduction .ear

(2) The eliminaticn of the diesel engines (candidates

#2 and -3)

68



(3) The elimination of the ORP and its control system.

Reducticn gears and diesel engines emit low frequency vibra-

tions which are detectable by sophisticated sonars at long

ranges. The CRP noise level is considerably higher than a

fixed pitch propeller because of the CRP hydraulic system.

It is difficult to compare the degree of complexity and re-

liability cf the various desig..s. All of the shins are com-

plex engineering achievements. Two of the factors ccntributini

to this complexity are the level of sophistication and the de-

gree of automation. All of the candidate will have a level of

sophistication and automation equal to or greater Than that of

the baseline ship. Hence, none of the proposed designs will

offer any relief in the complexity of the ship.

The reliability of the superconducting components has yet

to be determined. Historically, electric motors and 7enerators

have proven to be extremely reliable and trouble free. It is

safe to assume that if these devices cainot be desizned -t?

an acceptable level of reliability, they simply can not be

considered as viable alternatives.

One very important consideration of the superconducting

motors and 7eneratcrs used in these proposed propulsion plants

is that of repairability. The construction and design of these

devices is such that they are essentially not repairable under-

way. If a casualty occurs to a superconducting motor or gen-

erator, it is essentially lost until return to a repair
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facility and replacement can be acccmplished. Hence, in crder

for these devices to be viable they must be as reliable as

the shaft. propeller, and reduction gears which also fall into

this non-repairable underway catagcry. The overall system re-

liability can be erhanced by incorporating sufficient redundency

and casualty control as is done with the cryogenic refrigeraicn

system.

It is important to compare the reliabilities of the inte-

grated and non-integrated electrical systens. The FFG-7 has

four sources of ships service electrical power, two of which

are needed to sustain the ships battle load. Candida-es #2

and #7 each have two sources of ships service electrical power,

one of which will sustain the battle load.

if reliability is defined as the probability that a unit

will perform its intended function for a specified period of

time, then reliability can be quantified ass(14)

MTTR
R= - where R = reliability

MTBF
MTTR = mean time to repair

MTBF = mean time between

failures

Presently accepted values for mean time to repair and mean

time between failures for Navy propulsion systems and the

computed values for reliability are shown in table 5.6.
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C CMPC MTR ( hr MTBF( hrs) __

174 2500 'as Turbine 24 4000 .994C

AC G1neratcr 6 5000 .9C88

Diesel Engine 8 000 .9970

ELECTRICAL z.YST . LIABIL... VALUS

The reliability of two components in series is ecual to

7he product of their individual reliabIliti ". Therefore -the

reliability of the IA4 2500/Ac Generatcr is .9928 and the diesel

generator reliability is .9958. 'Hence, the probability that

the in.terated system can maintain battle load is .999481 and

the probability that the non-integrated system can maintain

battle load is .999999. There is, then, a measurable but nct

significant difference in the reliabilities of the two systems.

The slight improvement in reliability of the ncn-integrated

system is due to its redundency. The cost of this redundency.

is a substantial weight and volume penalty. It should be not-

ed, however, that both the integrated and non-integrated yvs-

tems meet the original FFG-7 design requirement of bei- gr able

to maintain the ship battle load with one ships service elec-

trical generator inoperative.

The twin screw design, candidate #1, offers an oppcrtun-

ity to improve the overall propulsion system reliability.

There are some in the design community who believe that this
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increase in reliability is not worth the additional weight and

volume penalty. Support for their position can be found in a

variety of experiments and studies that show that if an under-

water explosion is sufficiently close to cause damage to one

screw then there is a high probability that both will be lost.

Secondly, they claim that there is little difference in the

performance of a single screw ship and a twin screw ship in the

open ocean at cruise speeds. The other school of thought is

that the improved manuverability offered by twin screw designs

a7 slow speeds is an impcrtant consideration. Cperaiona ex-

perience shows that the twin screw ships are considerably easier

to get underway and easier to navigate in restricted waters.

This improved manuverability is also significant during unrep

operations where ships are required to operate at very close

distances. An additional and very important consideration is

that a twin screw design offers greater assurance against the

complete loss of propulsion due to personnel errors that cause

casualties to shaft components or acts of God which effect pro-

pellers.

Irregardless of which school of thought one supports, the

important consideration here is that the superconducting/in-

tegrated design offers an option which was not possible with

the ccnventional type propulsion system utilized in the FFG-7.

In the case of the FFG-7, this option could be exercised with-

out increasing the hull size or displacement.

There is little in the published literature that suggests
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that the 3uperconducting/fixed pitch propeller ccnfizuration

enjoys any significant advantage in response time over the CRP

design. The CRP design does have to provide for unicading the

prine mover during transition through zero pitch to guard

a-ainst overspeeding the turtine. This function is rot neces-

sary with the electric drive since dynamic braking resistors

can a-scrb the transient currents. xterience with electric

dr ie shows that these systems provide o

trol of propeller RY..

A- present, the FFG-7 does not have any protect-f:e armor

aside from its shell plating. There are plans to backfit the

vital areas such as magazines and critical control spaces with

a new, light weight synthetic armoring material. This will, of

course, increase the group 1 weight of the FFG-7 and, hence,

aggravate its already overweight condition. Candidates x2

and #7 could both accept in excess of 100 tons of armor and

still remain below the target displacement.

The question of equipment and control space location is

an on going debate between designers and operators. Critical

equipments and spaces can best be protected when places within

the hull. Cperators claim that they can best fight the ship

when the Combat Information Center(CIC) is located near the

bridge. The CIC, cocmmunicaticns center, radar rooms, torpedo

magazine, and gun magazine on the FG-7 are all located aoove

the main deck. Some of these areas were located there for

operational considerations and some because of insufficient
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hull vol'.L. 'he only two soluticns to this situation are (1

enlarge the hull to accomodate more volume or (2) to make be'-

ter use of existing hull volume. For a ship with the FFI-7

hull dimensions, candidates #2 and #3 provide an additional

20,000 ft? of arrangement space below the main deck level.

These designs offer the opportunity to provide zreater pro-

tection fcr critical spacps without enlar7irz the F?';-7 hull

or increasing its displacement.

Sur',vability: For the following di3cussion, :urvivabil-

ity wll be defined as the the ability cf a shiz tc carry out

all or part of its assigned mission after incurring damage.
Two major factors determine the ships survivability. ?irst,

the design and construction of the ship and secondly, the level

of competence of the crew. Naval architectural considerations

have little effect on the latter. A well designed and con-

structed ship may be lost due to poor crew response and a well

trained crew may not be able to save a poor design. Hence,

this discussion will center on the design considerations which

contribute to good survivability.

Fire and flooding are the two worst casualties that can

threaten a ship, with fire being the most difficult to combat

and the most difficult to design for. There are design spec-

ifications, like floodable length criteria, which assist the

designer in determining the ships compartmentation and, hence,

provide some protection at the design level for flooding con-

trol. There are no such design aids for fire protection. In
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additcn, tn2 designer has a good deal of control in establish-

int the snizs intact and damage stability.

Within certain limitations, designers are free to choose

the 1ccation and de-rfee of redundency of critical components

such as propulsion and electrical 7enerating equirment. The

choice of where to locate the propulsion components in a con-

rent-al prc:uo .s.. syster, is severely __ited by -

quirement to have all the propulsion ccmponents "in In e" w is

the shaft. Hence, in designs li'-. the F71G-7 tnese critical

ccmoonents are all grouped tcge'h r in a slng le enji.ne rcc.

zlectric propulsion offers the distinct advantage of being able

to separate critical rropulsion ccmzcnents and increase tne

probability of maintaining propulsion. For a frigate desig-n, the

twin screw, electric propulsion system offers the highest level

of survivability since the loss of a single shaft or propeller

will not totally disable the ship.

The ability to maintain ships service electrical power

is even more important than maintaining propulsion and tanta-

mount to the survival of the ship. A ship may be able to con-

tinue fighting without propulsion but it is totally impotent

as a weapons platform without electrical power. The ?FG-7 de-

signers took considerable care to ensure that the electrical

generating capability of the ship could be maintained by suit-

ably separating the four diesel generators, This separaticn,

coupled with redumndency, provides a high level of confidence

in the ?F'-7 ships service electrical system. This same level
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of confidence is not enjoyed by the inreL 7rated designs. There

are only two ship service electric -enerators incorporated

in these designz and each is slaved to a Propulsion prime

mover. As a result, the loss of a prime mover not only de-

grades the propulsion system but -he electrical system as well.

The loss of both prime movers totally disables the propulsion

and electrical system.

RiSk Analvsis

in essence, there is little analysis needed to comPare

the relative risks of the FF3-7 and he prcopcsed cand iates.

A major design element of the FFG-7 design philosophy was lcw
risk. This was reflected directly in the design constraints

by requiring that the FG-7 use only Operationally proven,

standardized eauilments. The only risk associated with the

FF;-7 is the level of automation reauired to facilitate oper-

ation of the ship with a small crew.

On the other hand, the proposed designs present the ex-

tremely high level of risk inherent in any new, unccnventcn-

al design. The Navy has no operational experience with ex-

tremely high electric currents associated with the suPercon-

dUcting machines. The same is true of shipboard cryogenic

systems. nigh electric currents and liquid heliun are ob-

viously potential hazzards to the crew.

The Navy's present acquisition policy of "fly before buy"

will go a long way in ensuring that the systems will function

effectively and safely. There appears to be little doubt in
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the minds of the researchers that these systems are feacible

and workable. However, Prolonged testing under actu a" ocer-

ating conditions is the only way to determine :he systems per-

formance and acceptabil -ty. Therein lies the risk. Consid-

erable funding and effort will be required to take one of

these desiszns that far along. This situation is not unlike

the Surface Effect 3hi S ) a-d hydrofoil rrc:am.

Even if these superconducting propulsion sy3tems can !:e

built to operate at their advert d characterstcs, the ... a.-,,

will have to address the ouestion of the desirazility of hav-

ing maintenance free, non-repairable critical enuipmen s on-

board combatant ships.

.9 , ?jitnnco Analysis

There is a trend in the Navy toward reducing onboard

maintenance in favor of increased support by shore and tender

facilities. Such a concept was incorporated into the ?FG-7,

necessitated, at least in part, by the reduced mannina level.

This concept leads to an increased use of modularity and com-

puter assisted troubleshooting and repair. Gas turbines are,

as a rule, not overhauled onboard but simply removed and re-

placed. The same would be true of the superconducting mctors

and generators.

A major point of contention with the superconductin.

machines is that they could not be repaired undcrway, even

an emergency. This doesn't Present an entirely new Problem

since there are components in conventional propulsion systems
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that fall intc the same cataory; shafts, reduction zears, and

r .f .or example, t seems essenTial, then, tlhathe 2u-

rprccnduclin. components be des±zred and constructed so as c

have a M73 at least as high as the shaft components', 2CC,CCO

hours.

The electrical interati - will reduce cnboard maincenance

rec1irer-ents, >esel egr.nes have proven to be quite reliable,

but must be ouurled wlth 7n srntenslve 7reve.a._,- ma_ .int.nance

program. Cur experience w diesel ares sncws

that more manhours are exzended cn diesel engine maintenance

and repair than any other piece of equipment. t would seem

that the elimination of diesel engine maincena-nce would be a

welcome relief to a reduced manning ship li.e the F?'-7.

The dcllar value of this reduction will be addressed in

detail in the following subohapter.

5.?.9 Cost Analysis

At this time it would be very difficult to ut a rc

on the acquisition and installation of a superconductin- pro-

pulsion system. Without this data it would be equally diffi-

cult to determine a meaningful acquisition cost of a new frigate

utilizinz superccnductine propulsion. This thesis will cover

an economic ccmparison of how much a superconducting propul-

sicn system could cost and be considered economically feasible.

The ccst of removing the mechanicall, driven propulsion

machinery and the giesel generators will be ccmputed. 7f these

equipments had not been installed, then the cost of removal
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car. tc ccnsidered a savings This value will b-- added to any

OZerat 4 nF an~d main~ten~ance savirngs an~d the result will be cCr.-

-s4.erped as th, eccormc~aily feasitle cost of a surerccnduct2-?7

P-c;pulicfl syzte2r. heoppratinr.7 cost s will be based or. a 120

year life occe.

The maj'or ccrnpcrnerts remcved from the taselne ship ar-

th_ _--aft, lbear, s, prpeller, r-duction -ear, an fo-r Es ipi

~2 nd 32,thediesel gerner-itcr sees ad diesel suport 7,,--

ts able 4.7 lists the assOciated eaulIpmnt rern-7cva- ccsts.

- eeccsrs represenmt the average cost of removal at viarious

s yp'ards and repair facilities in 1977 dollars. The 1(79

co-t was corrputed based on an inflat-ion rate Of 8 per Year.

: T" WF1G-7T PATE CCST( 1.77) CCST(1c7;)

Shaft/_Bear imzs L9.5 $2000/ton S ?9, 7 00 Sl16,290

prreller ?1.75 $2000/ton $63,500 ;)71,066

Reducticn Gjear --- $20/SH? 38C0OCO J,,_ 95 , 12 0

Diesel fGererators 5;9.46 $2CO0/ton $113,920O $1-8,707

2iesel Supcort 37.08 $2000/ton $710 $86, 500

DIesel Ducti-F. 2.0 $10 00/tor. $2,000 32,522

MACH:IER' REN!CVAL CCTS

Table 5.7

The removal of these equirments recults in a ccst of

91,209,F08. If the diespl F~neraetor2, duotinrg, and sunzor-

79



,u_4pm~ert are not remcved, the :cst is only $9 1,7c

-ropulsion plant cperatinF costs will be based cn a

underway time r. r year. This amounts to 1o days and is re-

rresentativ of a frigate class ship. The analysis will a-

sume that 94 of the underway time is spent at endurance speed

and that the remaining 6, is spent at full power. Underway

fuel consumption will be calculated usfn; a SFC of .57

hp-hr for the LY 2500 at endurance and .1 lb/ho-hr at full

power. iesel enine SFC is assumed to be -S - s/hs-h- at

the 2 hour electrical load power level. ne ce of fuel

is assumed to be $17 per barrel. :tannin& costs will be con-

sidered equal for all ships and not included in tne caouia-

tions. The recuired cmutatio-nal in~uts will be taken from

the synthesis model results.

Propulsion fuel consumption per year at full power is

calculated as follows:

(SFCFP) (DU7) (24) (.O6) (SHF?) (7.23)
P FP =2240

where SFCFF specific fue! consumption at full c per

DUW =  days underway per year = IC9

2 = 24 hours/day (conversion factori

.06 6 percent underway time at full power

SHFPF = shaft horsepower at full zowpr

7. 2- 7.2? barrels/ton [conversion factor,

22"0 2240 lbs/ton (conversion factor)



Propulsicn "ul consumptiCn ear r at endurance is

calculated as fcl'ows:

22'0

where SFCE srecific fuel consumption at endurance

DUW = days underway per year = 1C9

21 = 2 hours/day (zcnv:erzon fact -)

.94 = 94 ' underway time at endurance

SPE =shaft horsepower a- endurance

7.2? 7.2? barrels/ton, (ccnversion factor;

22h0 221, 0 lbs/ton (conversion factor'

Electrical generatinl fuel -,onsu ption per year a- the

24 hour average KW load s calculated as followst

(SFC214) (DUTW) (24) (K-92LIAV) (1. 341 ) (7.23)
?r=

2240
where SFC24 s pecific fuel consumption at the 24

hour average KW power level

DUW = days underway = 109

24 = 24 hours/day (conversicn 'actor)

KW4Ai = 24 hour average KW load

1.341 1.141 HP/KS (ccnversion factor)

7.23 = 7.27 barrels/year (conversion factor'

2240 = 2240 ibs/ton (conversicn factor)

Tc-,al tons of fuel consumed per year + -. --
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Table 15.9 below summarizes the -re..lts cbtained b' app-y-

inz the prevously defined formulas. _ne fuel vaues are -

prssed in barrels per year and The cos -i- based on :he as-

suned cost of $17 per barrel.

SwT P FULL POVER ENDURANCE T F"CT CAL T CTAL _____

S1 7 7,901 32l,478 62748, OCL. $8'

1 7,9 8 3Ot ? 6,<! ~ LI.. 53 $757.C<

2 7, 08 29,198 7,790 4,9 92 7,'

ANNUAL F7L C CST SU7YI ARY

Table <, ?

Candidates #2 and #3 will realize an additional savinrs

in diesel engine maintenance and repair costs. The em.irical

relation used zo determine this cost is as follows:

Cos-, (9.4)(ZFP/10C) + 4875(S.P/10CO)2/?

(9.4)(1500/1000) + 875(1500/I0O,0)
2/ 1

=$7,934 per diesel per year

= $71,700 per four diesels per year

Table 5.9 strnarizes the annual operating cost savinas

for the three candidate ships.
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-7- _3, ,--7

2 $767C,0 , - 7 r7

;$767,601 ---

Table K

-he 7resen: value (Fi) of :he ooerainz cos savygs

wil! be ccmputed wih an assunmed discount rate c" C",. F e
discount rate factor (CDR) is ccmputed as foilcw :'1

(I te as) - 1' w;!

CDR R( + L -1 where 'R = di4C-,- ra-e
R (i + DR)L L life cycle of ship

in years (20)

D 11.46

The present value is calculated as follows:' 1 4)

FV = (cost/year)(C-R)

The present value of the annual cperating cCst savins

for the three candidate ships are as follows:

FV #1 = ($58,97?)(11.46) = '675,810

BY #2 = ($38,754)(11.46) = $959,820

BI #7 = ($80,167)(11.46) = $918,711
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The total sav'ngs due to not ha'hinR to remove the pro-

rulsi on equipmenT and the present value of the operatin9 cos

savinzs are summarized in table 5.10 below.

SA I A E:::!FT 'E'o'CVL CP.FAIG CCST(,DV) C TA L

"SS6 o¢75, 30 31,6=7,599

2 $1,209,308 939,820 32,14

# $1,209,308 $91,'1 $2,128,021

CANDIDATE S:-EP COST srIx.x

Table 5.10

The totals shown in table 5.10 represent a realistic low-

er bounds since all of the parameters used in the calculations

are lower limits and hence, conservative. The price of fuel

will most certainly rise over the next 20 years as will the

maintenance and repair costs. In addition, the life cycle of

the ship will likely exceed 20 years.

Using the calculated values in table 5.10 as a guideline.

the superconducting propulsion machinery is considered econom-

ically feasible if the acquisition cost of the recuired com-

ponents is less than 2.1 million dollars for candidates #2 and

#3 and less than 1.7 million dollars for candidate #1. Ex-

tremely tentative estimates place the cost of the superconduct-

ing components at between 2 and 3 million dollars. (1 6 ) If

these preliminary estimates are anywhere near accurate, then
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the superconduct-ng propulsion plan2s are econcmicaly feas-

ible, particularly in light cf the conservative nature of the

cost calculations.
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CCNCLUSICNS AND RECCMP!ENDAT:uji

The results of the analysis indicate that the FG-7 cl:

have been designed and built to the original design require-

ments and constraints if a supercnducing. electrically in.-

grated prorulsion syst h~* s rn available. An FFG-T design

utilizing a sup rconduc<Lr, Trculsion -stem without electrical

inte:-ration would have exce-ded the design displacement con-

strain: by approxi7ately -- tons. ,-wever, this dezizn . .c-_

still represent an inpr'essive 137 ton reduction over the non-

superconducting design.

The ability to produce these designs is primarily due to

the significant reductions in weignt and required volume. All

three candidate designs have seakeeping and stability character-

istics equal to or better than the baseline ship. in addition,

the electrically integrated designs have sufficient -weig and

volume margins to facilitate an impressive increase in payload.

Candidate #3 offers a twin screw option which can now be con-

sidered practical.

The most dramatic impact centers on the integrated ships

service electrical system. The results of this analysis clear-

ly support earlier conjectures and studies about the possibility

of significant gains afforded with integrated systems. The pro-

pulsion system Presently used in the FFG-7 is not conducive to

an inte=datfd system because of the transient behavior of the
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zas turbine; particularly during shaft reversals. The elec-

tric prorulsion systems proposed in this thesis offer stable,

constant speed prime mover outut which is needed to generat-

constant freauency electrical power. The utilization o' one

of these electrically intep-rated systems necessitates the ac-

ceptance of the high level of risk inherent in the design,

The work asscciated with this the-is lads to the fol>.q-

i specific ccnclusions.

(1) An 89 ton, _11, reduction in propulsion machinery

weight, exclusive of fuel, can be realized 'cy the

substitution of a superconducting propulsicn system

for the presently installed system.

(2) A 113 ton, 6i , reduction in electrical machinery

weight can be realized by utilizing an integrated
ship service electrical system.

(3) A 26,800 ft3 , 6: reduction in total reauired volume

can be realized by substitution of a surerconductiln/

electrically integrated system for the presently in-

stalled system.

(4) A 365 ton, 10 reduction in full load displacement

car be realized with the superconducting/integrated

system.

(5) A 46 ton, 8, reduction in reuired fuel is possible

with the superconducting/electrically intgrate j

system.
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fnrA~ in 22. ax2'Lm 73ta~nr- spceed

'an re ra'.. su .s zerc it; ne/e' e r c al-

v A '-rccn-d-J! ti/eec-rically in-ezrate~i Prcru,si.:r

Fs- -i 'os i~d- e -cr onically feas ible if teac -

,4411 exceed th- ~ e iis3-acement of ~ Cton.S

-y a-rx2,a. cflg, -es nan .'

-he -following g-nerai conclusions can be made.

~1The Primary naval arc.nitectural impact of the suze-

cornductiJrg ptrop-ulsion Zystem is i the area of ar-

rangement flexibilitv. These systems offer a l~t

er propulsion system and a corresponding reduction

in disp'lacemient, over other alternatives. These sys-

-t-ns also provide the miechanism for allcwinzz the

util_;zation of an inte~zrated ship service electri-4

cal syste-.

(2) T-he rrimna-y naval architect-ural impact of th-e elec-

trical integraticn is in the area of reduce. we:zht

and volume reauirenients.

(' me pri'mary operational impacts Cfl superconductinn:/

Ple ctrically integrated syst.-ms are in the areas of

reduced noise, reduced maintenarce cost s, and reduced

oPerati-n, cost--.



(LL) Te m~jc drawb c' fh ~ct~zee~

cal'..r 'toprated cys'e s h hn level c i

attr_4hut ed tc the unc-raIsi'Ltv of thp rerformance

of the machines, the reduction 'In system! r-labi_-1-'/

due to the reductlon in redunoerncv, and t'-e zcerntial,

ha'~ar to t~ *' crew d ue 'c high. 'ri' ci'-en'T

and linquld helium.

offer cor.3iderable PoteAntial fcr ].-nr ved 4is

The major consideraticns are in the ar-as of j4-

creased paylcad, incroved seakeepin-g- and s ,ability.

and improved unrcl;/uvlbiiy

_his thesis has touched on sevpral areas wrilch reculre

f- ther investizaticn. The most important of these is the

actual design and construction of the superconductinig devices.

In addition, further investigation and development of t'he cr-c-

zonic rofrigaeraticn systems is needed. --he hazzardfc asscclat-

ed with th- i~ electric currents and licuid helium i~us-. also'

be explorod and iinlnized.

All or the superconducting propulsion studies, both pu'c-

lished and unpublished, with which the author is fami:lar,

have dealt with applicat ions to destroyer type , volume limited

doi-,s 7her- tspe'ns to be scmp preliminary support -,o thse

idea that the benefits gained are -rcport icrnal to tho zlise of

the !sYtom; the largzer tho syste-n, the more impzress~v- th-
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Veriicainci' this hypothesis could be ach:_ev- byJ

ccrnductin-, an arnal>'sis, sini2.ar to the one done n this te s

on a la'-~ w limit-,_' _-rip such as a CVA, LFA., or L.'

!- the resulits are as anticinatpd, then a ?0,000) -on displace-

mntn d-e-:on could be re:desizned wi'th a displacement of 24 ,COC

'.cr., a 1710 reducticn.

nf t! auth.Or Ccpni, t-e rc-t attractive deszizn to

te Ztursur-d i_, the twi.n scesurprcorduct -n /'electr--oall-y

-ntgrated des: m-, cardidat. A reasonable app-rsach- would

to taeth resent F7--7 'rull form, 1un7it tez f lolad

disPlac-ment to I.'" tcns, and conduct a detailed tradeoff

study tc determine how best to utilize the exc-ess wp4ight and

volume mar~zrns.

A viable propulsion system which couples g~as tu~rboine

L-rimne mcovers with electric propuls.io-n motors opens the door

for some Inncvrative ccns~derat~cns. For exariple?, the pcss b -

ity of installing the gas turbines vertically could b-e invest-

igated. -f this could be accomplished, ducting runs could t-

M ninized, Pfficipncy could be i;mproved, and more usatb deck

sp~ace could! be r-a-lized. :t might also be possile to lccatp

thp Pgas tubnsin such way that the exhaust oa-_ses could-

be ducted over the side anu help reduce the ships infrared

s _ratjre and reduce exhaust :7as oorroslon of masts and ar.-

rrna5. :n addition, prepulsion components coculd b e located

and ros;itioned2 to facilitate easy; removal and replacempnt.

-rhere are two add!itional ideas not considered in- this
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n'sswhlicn warren; trer:etaton :'rst a-,

nuclear Pocwor plants. T-his -iIh-t zrove xreey'ie

nuclear rowered s7u'cna r4nes. Thore i- a ccntl-nual us

duc th noise level i n n sutmarines. .. ilm-natlcn o:- rp-

duction 7oars and unnpcoss~ary shaft boari'n.. would', bP very

benefici al jn r- Ad-jin n i..4-.-

sy~4- ems are alre~ady, do znpd t: uti'''ez'cr rcuzn

on n - zrry. n addition, the clu-toch canism- ,a21

ealinatezd and a smaller, more efficient pc-__ tu-r'- : .ne

could be redesizned si--nce there, would be no need 2'cr as. ast ern

T-he second consi;deratiorn iS a reevialuation of 7-e use of

cominerd propulsion systems. The utilization of- superconduct-

ingelcticmotocrs nezates the necessity of mechanically

onterf:.acing the di-fforent rime movers since t here i:s noln-

em- a reca_re ment for reduction gears and exot ic clutch me:"na-

naSms.

in th is authors opinion, the _poter'Iall y ircesir ains

afforded by superconducting propulsion syst ens warren: tee

considerable esr-_endi'ture of reascurces necess:ar-y to develop and

implement them. I strongly recom.mend that 'the Navy ccntinue

.s researchi and devernopment efforts and th)at ascronu:

ma/electrically intesrated dsa e:rud



APPENDIX T

BSC EIGHT GRC UPS E m TA T
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Pla-'orr 7!-- -

100 .~~nll atn

Fro ulls-,or ?,curndaticr.

-uidations fcor A4uxill a--*s

Cthler Fqcu- ,=nrs

11L~Structural Sulk'-eads

11~ Trunks & Enclosures

Structural Stconscns

Armor

11~Aircraft Saddle T-ank Struotcurn

119 Castir.os & Forsc--n.7s

120 Sea Chests

I 3~allast* 1, F-cyano y 'ni ts

1L22 Doors &Hatch eS('BZC :

121, Sonar --CTPS

1 Towprs Platfcrmis
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L e~u es cr i Dt ;cn

Free Floceding,7 'iq'1;-dc

Prcru-'Sion---C>:Cu- 2

20C oilers I" nrero C cr-;veter s

PrcrcUlsi-cn J-~

2 C2 'lain ICondenserS Air

El ectcrs

2 Ccmusticn rSur

201- 7Th:takes & ceie

'04 Propuls~cn, =t-rol zne

2 C' Main Steam -eT

208 Feed Water &c Con~densate
Syst em

209 Circulating Cc cling Water
System

2 0 Fuel Oil Service Syszemn

211 Lubricatinz C;-! System

Z~0 Frc-.ulsicn Fecir arcs

2i Prc-,ulsion OeaigFu

Electric Plant--Cup

7- ,p -r ic F-cN

-ml ~Power.

,,- ower n;cr w.:
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Sub Grout Description

350 Electric Plant Repair Parts

351 Electric Plant Operating Fluids

Command & Control---Group 4

400 Navigation Equipment

401 Interior Communications
Equipment

402 Gun Fire Control Systems

403 Countermeasures(non-electric)

404 Electronic Countermeasures

405 Missile Fire Control Systems

406 ASW & Torpedo Fire Control
Systems

407 Torpedo Fire Control Systems
(Submarines)

408 Radar Systems

409 Radio Communications Systems

410 Electronic Navigation Systems

411 Space Vehicle Electronic
Tracking Systems

412 Sonar Systems

413 Electronic Tactical Data
Systems

415 Electronic Test, Checkout, &
Monitoring Equipment

450 Command & Control Repair Parts

451 Command & Control Operating
Fluids
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S-ib Grouo Description

Auxiliary Systems---Group 5

500 Heating System

501 Ventilation System

5C2 Air Corditicning System

Refrigeration Spaces, Plant,
& Equipment

40a Gas, HEAF, All Liquid Cargo
Piping, Aviation Lube Cil, &
Sewage System

Plumbing System

r06 Firemain, Flushing, Sprinkler,
& Sea Water Service Systems

507 Fire Extinguishing System

508 Drainage, Ballast, Stabilizing
Tank Systems

509 Fresh Water System

510 Scuppers & Deck Drains

511 Fuel & Diesel Oil Filling,
Venting, Stowage, & Transfer
Systems

512 Tank Heating System

513 Compressed Air System

514 Auxillary Steam, Exhaust Steam,
Steam Drains

515 Buoyancy Control System
(Submarines)

516 Miscellaneous Piping Systems

517 Distilling Plant

518 Steering System

519 Rudders
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Sub Grouv Description

520 Mooring, Towing, Anchor &
Aircraft Handling, Deck
Machinery

521 Elevators, Moving Stairways, &
Stores Handling System

522 Operating Gear for Retracting &
Elevating Units

523 Aircraft Elevators

524 Aircraft Arresting Gear,
Barriers, & Barricades

525 Catapults & Je- Blast Deflectcrs

526 Hydrofoils

527 Diving Planes & S:abilizing Fins

528 Replenishment At Sea & Cargo
Handling Systems

550 Auxillary System Repair Parts

551 Auxiliary System Operating Fluids

Outfit & Furnishings---Grcup 6

600 Hull Fittings

601 Boats, Boat Stowage & Handling

602 Rigging & Canvas

603 Ladders & Gratings

604 Nonstructutal Bulkheads & Doors

605 Painting

606 Deck Covering

607 Hull Ins-ulation

608 Storerooms, Stowages & Lockers
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Sub Grout Description

609 Equipment for Utility Spaces

610 Equipment for Workshops, Labs,
& Test Areas

611 Equipment for Galley, Scullery,
Pantry. & Commissary

612 Furnishings for Living Spaces

613 Furnishings for Offices, Control
Centers, & Machinery Spaces

614 Furnishings for Medical &
Dental Spaces

615 Radiation Shielding

650 Outfit & Furnishings Repair
Parts

651 Outfit & Furnishings Operating
Fluids

Armament---Group 7

700 Guns, Gun Mounts, Ammo Handling,
Ammo Stowage(BSCI 700, 701, 702)

703 Special Weapons Handling &
Stiwage

704 Rocket & Missile Handling,
Stowage, & Launching Systems
(BSCI 704. 705, 706, 707)

708 Torpedo Tubes, Torpedo Handling
& Stowage

710 Mine Handling & Stowage Systems

711 Small Arms & Pyrotechnic Stowage

712 Air Launched Weapons Handling &
Stowage(BSCI 712, 713)

720 Cargo Munitions Handling &
Stowage
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Sub Group Descrintion

750 Armament Repair Parts

751 Armament Operating Fluids

Variable Loads---Group 8

800 Ships Officers, Crew, & Effects

801 Troops & Effec ts

802 Passengers & Effects

803 Ships Ammo

804 Aviation Ammo

805 Aircraft

806 Provisions & Personnel Stores

807 General Stores

808 Marines Stores

809 Aero Stores

810 Ordnance Stores(Ship)

811 Ordnance Stores(Aviation)

812 Potable Water

813 Reserve Feed Water

814 Lube Oil(Ship)

815 Lube Oil(Aviation)

816 Fuel Oil

817 Diesel Oil

818 Gasoline

819 JP-5

820 Miscellaneous Liquids
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Subh Groun Descri~tioi

821 Cargo

822 Ballast Water

825 Future Development Margin

1.00



APPENDIX 1I

FFG-7 BASELINE 3 DIGIT BSCI WEIGHiTS
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WEIGHT GROUP WEIGHT(tons) WEIGHT GRCUP WEIGHT(tons)

100 266.04 200 0.

101 130.24 201 108.68

102 0. 202 0.

103 61.63 203 81.6

107 352.74 204 1.89

111 30.37 205 20.15

112 43.81 206 20.15

113 94.13 207 0.

114 128.0 208 0.

115 34.39 209 4.75

116 0. 210 4.74

117 0. 211 20.94

118 0. 250 2.0

11 39.21 251 16.12

120 3.19 Group 2 Total 287.04

121 0.

122 1.7 300 108.59

123 18.8 301 23.45

125 0. 302 33.86

127 0.82 303 17.84

128 7.1 350 2.48

150 18.11 351 9.5

151 18.27 Group 3 Total 195.72

GrouD I Total 128.55
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WEIGHT GROUP WEIGHT(tons) WEIGHT GRCUP WIGHT(tons)

400 3.96 506 41.30

401 12.34 507 16.89

402 4.99 508 16.74

403 10.44 509 17.14

404 5.63 510 .94

405 5.98 511 40.40

406 2.86 512 0.

407 0. 513 34.37

408 11.73 514 .87

409 14.95 515 0.

410 2.98 516 0.

411 0. 517 6.04

412 23.57 518 11.79

413 7.08 519 31.43

415 1.85 520 45.12

450 .79 521 8.25
451 6.98 522 .07

Group 4 Total 116.13 523 0.

524 0.

500 11.58 525 0.

501 70.05 526 O.

502 26.37 527 0.

503 2.21 528 7.79

504 7.26 550 3.06

505 17.68 551 31.66
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WEIGHT GRCUP WEIGHT(tons) WEIGHT GROUP WEIGHT(tons)

Grour 4 Total 449.01 708 5.58

710 0.

600 4.83 711 0.

601 12.09 712 .23

602 6.68 720 0.

603 42.53 750 4.57

604 24.77 751 1.0

605 18.11 Orcup 7 Total .4

606 24.12

607 58.82 800 21.47

608 39.99 801 0,

601 6.69 802 0.

610 9.26 803 41.38

611 18.93 804 9.3

612 31.45 805 21.55

613 17.89 806 22.11

614 1.79 807 18.53

615 0. 808 0.

650 .63 809 0.

651 0. 810 0.

Group 6 Total 318.78 811 0.

812 27.6

700 19.53 813 0.

703 0. 814 14.46

704 62.59 815 0.
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WEIGHT GROUP .E:HT(tons)

816 599.58

817 0.

818 0.

819 63.1

820 0.

821 0.

822 0.

825 68.91

Group i Total 97P.7
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SYNTHE~s:3MOIDEL INPUT DATA FCPYAT
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."he following is a complete listing of the data used as

the in;ut to the ship synthesis model. A complete description

cf t!he format can be found in appendix A of reference (12).

CANDIDATE #1

0 C20 . 508 0 0 .59 .75 0 0 6 402O 0 0 2 1

7 i ! j 1 0 0 0 .67 .7

01 4 0 0 0 1000 0 C .3 0 0 0 2 1 0 0 17 15 153

46 "15 0 0 0 0 1 2 0 .08 0 10 20 .1 20 .05 0 2 1 0 2

100 1 2 1 24 1 271 -' 1 48 1 61 364 1 65 1 75 1 '00

120 1 102 1 116 800 119 10000 12L1 131 40 163 2 180

131 1 185 1 190 6 200 1 204 1 208 1 209 1 212 1 213 1 214

152 L 215 193 217 10 219 1 221 12 226 1 210 1 232 1 242

3C7 320

311 30.37 38.1 91.13

315 34.94 .001
317 .00 001 39.21 3.19 .001 1.7 18.8

325 .001

327 .82 7.2

350 18

351 18.27

400 .001 53.39 .001 67.85 1.89 20.15 26.17 .001 .001 4.75

4L10 4.74 3.2

450 2 16.12

500 108.59 23.45 33.86

550 2.48 9.5
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600 3.96 12.34 4.99 10.44 5.63 5.98 2.86 .001 11.73 14-95

610 2.98 .001 23.57 7.08

615 1.85

650 .79 6.98

700 11.58 70.05 26.37 2.21 7.26 17.68 41.3 16.89 16.74

709 17.14 .94 40.4 .001 34.37 .87 .001 .001 6.04 11.79

719 31.43 45.12 8.25 .07 .001 .001 .001 .001 .001 7.79

750 3.06 31.66

800 L.83 12.09 6.68 42.53 24.77 18.11 24.32 58.82 39.99

809 6.69 9.26 18.93 31.45 17.89 1.79 .001

850 .63 .001

900 19.53

903 .001 62.59

908 5.58

910 .001 .001 .23

920 .001

950 4.57 1.04

1000 21.47 .001 .001 41.83 9.3 21.55 22.11 18.53 .001

1009 .001 .001 .001 27.6 .001 7 .001

1018 .001 63 .001 .001 .001

1025 68.91

1932 34300

2131 15000

2163 13000

216a 1000

2170 60000
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225C 1.32 1.17 .77 1.11 .94 .93 .99 1.42 1.18 1.33 1.12 2.23

2262 1.73 3.3 .96 1.72 2.82 1.03 2.69 1.65 1.33 1.73 .62 1.1

CANPDIDATE 42

31 3 2 0 0 0 2 0 0 2000 0 .3 0 0 0 2 1 0 0 0 17 15 153

11 30.37 38.1 59.43

400 .001 53.59 .001 67.85 1.89 18 26.17 .001 .001 4.74

500 26.26 15 17.8 17.8

550 .5 .001

709 17.14 .94 30 .CCl 34-.37 .37 .001 .001 6.C4 11.79

1019 .001 .001 .001 27.6 .001 5 .001

2121 80684

2122 18201

CANDIDATE #1

16 2

19 250

20 12.5

403 99.6

2121 82000
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SUM~hARY OF VSYT-MSIS MODEL RESULTS
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SHIP 1 SHIP 2 Sh;. a:

LBP (ft) 408.00 401.00 4:8.O

Beam (ft) 42.01 41.5 17.4&

Draft kft) 15.61 14.96 15.2w

D 0 (ft) 34.58 34.58 34.58

D 10 (ft) 30.50 _X5 ln2A0

D 20 (ft) 30.91 30.913.;

D AV (f t) 33.17 3.17 ,

.75 .75

VCG Full Load (ft) 18.05 17.93 17 .92

L/B 9.71 9.81 9.84

Bi 2.69 2.78 2.72

Range (N1Mi) 4500.00 4500.00 4500.CO

Sustained SHP 40230.00 402"30.00 40230.O

Endurance SHP 6666.7 6453.99 4485.49

Max Sustained Speed (kts) 31.51 32.19 32.03

Accomodations 18518 13 5

Installed Electrical (1KV) 4000 4000 4000
Full Load Displacement (tons) 330.51 3252.i.

Light Ship Displacement (tons) 2583.74 2400.38 2439.47

Variable Loads (tcns) 777.87 783.12 786.27

Weight Margin (tons) 68.91 68.91 68.91

Weight Group 1 (tons) 1212.56 1157.83 1165.00

Weight Group 2 (tons) 200.56 198.11 229.86
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ITEM SHIP #1 SHIP #2 SI:P #7

Weight 3toup 3 (tons) 193.44 77.36 77.36

Weight ;rcua 4 (tons) 116.13 116.13 1i6.13

Weight Grouz 5 (tons) 449.0 438.62 438.62
leight 3roup 6 (tcns) 318.78 31.7S 315.78

Weight ' roup I (tons) 93.5k 93.54 93.54

7olume ctal. (ft?, 4S5367 464367 467928

%vol,1e Hull (f 3)  374662 353662 357223

7clu-e Sunerstruc:ure (ft3 ) I117c5 110705 110705

Cruise KW 2172 2113 2126

Battle K- 1720 1663 1672

24 Hour Average K4 1262 1208 1219

WEIGHT GRL P SHIP #1 SHIP _2 SHIP #3

100 257.5 245.4 248.3

101 140.0 130.5 132.8

102 0. 0. C.

103 72.7 68.4 69.4

107 320.0 329.0 '20.0

111 30.4 30.4 30.4

112 38.1 38.1 3-.1

113 94.1 59.4 59.4

114 117.8 123.6 124.6

115 39.4 39.4 39.4

116 0. 0. 0.

117 0. 0. 0.
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WEIGwT GROUP # SHIP #1 SIIP #2 SHIP #3

118 0. 0. 0.

119 39.2 39.2 39.2

120 3.2 3.2 3.2

121 0. 0. 0.

122 1.7 1.7 1.7

123 18.8 18.8 18.8

125 0. 0. 0.

127 .8 .8 .8

128 7.1 7.1 7.1

150 18.0 18.0 18.0

151 18.3 18.3 18.3
GROUP I TOTAL 1212.6 1157.8 1165.0

200 0. 0. 0.

201 53.4 53.4 53.4

202 0. 0. 0.

203 67.8 67.8 99.6

204 1.9 1.9 1.9

205 20.1 18.0 18.0

206 26.2 26.2 26.2

207 0. 0. 0.

208 0. 0. 0.

209 4.7 4.7 4.7

210 4.7 4.7 4.7

211 3.2 3.2 3.2

250 2.0 2.0 2.0
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WEIGHT GROUP # SHIP #1 E SHIP #3
251 16.1 16.1 16.1

GROUP 2 TCTAL 200.3 198.1 229.9

300 108.6 26.3 26.3

301 23.4 15.0 15.0

302 33.9 17.8 17.8

303 17.8 17.8 17.Q

350 2.5 2.5 2.5

351 9.5 9.5 9.5
GROUP 3 TOTAL 193.4 77.4 77.4

00 4.0 4.0 4.0

401 12.3 12.3 12.3

402 5.0 5.0 5.0
403 10.4 10.4 10.4
404 5.6 5.6 5.6
405 6.o 6.o 6.o

406 2.9 2.9 2.9
407 0. O. 0.
408 11.7 11.7 11.7

409 14.9 14.9 14.9

410 3.0 3.0 3.0
411 0. 0. 0.

412 23.6 23.6 23.6

413 7.1 7.1 7.1

415 1.8 1.8 1.8

450 .8 .8 .8
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WEIGHT GROUP # SHIP #1 SHIP #2 SHIP 43

451 7.0 7.0 7.0

GROUP 4 TOTAL 116.1 116.1 116.1

500 11.6 11.6 11.6

501 70.0 70.0 70.0

502 26.4 26.4 26.4

503 2.2 2.2 2.2

504 7.3 7.3 7.3
-04 17.7 17.7 17.7

5C6 41.3 41.3 41.3

507 16.9 16.9 16.9

508 16.7 16.7 16.7

509 17.1 17.1 17.1

510 .9 .9 .9

511 40.4 30.0 30.0

512 0. 0. 0.

513 34.4 34.4 34.4

514 .9 .9 .9

515 0. 0. 0.

516 0. 0. 0.

517 6.0 6.0 6.0

518 11.8 11.8 11.8

519 31.4 31.4 31.4

520 45.1 45.1 45.1

521 8.2 8.2 8.2

522 .1 .1 .1
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,V:G:3HT IR0UP SHIP ,# SHIP #2 SHIP #3

523 0. 0. 0.

524 0. 0. 0.

525 0. 0. 0.

526 0. 0. 0.

527 0. 0. 0.

523 .. 8 7.3 7.8

550 3.1 3-1 3.1

551 317 31.7 31.7

GROUP 5 TCTAL 449.0 438.6 438.6

600 4.8 4.8 L.

601 12.1 12.1 12.1

602 6.7 6.7 6.7

603 42.5 42.5 42.5

604 24.8 24.8 24.8

605 18.1 18.1 18.1

606 24.3 24.3 24.3

607 58.8 58.8 58.8

608 40.0 40.0 40.0

609 6.7 6.7 6.7

610 9.3 9.3 9.3

611 18.9 18.9 18.9

612 31.4 41.4 314 .

613 17.9 17.9 17.9

614 1.8 1.8 1.8

615 0. 0. 0.
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W'TGHT CROUP SHIP #1 SHIP #2 SHIP #3

65o .6 .6 .6

651 0. 0. 0.
GROUP 6 TOTAL 318.8 318.8 318.8

700 19.5 19.5 19.5

703 0. 0. 0.

704 62.6 62.6 62.6

708 5.6 5.6 5.6

710 0. 0. 0.

711 0. 0. 0.

712 .2 .2 .2

720 0. 0. 0.

750 4.6 4.6 4.6

751 1.0 1.0 1.0

GROUP 7 TOTAL 93.5 93.5 93.5

800 21.5 21.5 21.5

801 0. 0. 0.

802 0. 0. 0.

803 41.8 41.8 41.8

804 9.3 9.3 9.3
805 21.5 21.5 21.5

806 22.1 22.1 22.1

807 18.5 18.5 18.5

808 0. 0. 0.

809 0. 0. 0.

810 0. 0. 0.
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_______u r!?:?U it 3W7;__

8!1 . O.

812 . 27.6

813 . . 0.

814 7.0 5.0 5.0

815 0. C. 0.

816 "61.9 522..

817 8..6

818 0. 0. O.

319 63.0 63.0 62.0

820 0. 0. 0.

821 0. 0. 0.

822 0. 0. 0.

GROUP 8 TCTAL 777.9 783.1 786.3
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